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Disclaimer

This material provides technical information that is to only be used by appropriately trained and certified HVAC-R installers and technicians who
have agreed to the terms and conditions available here at hitps:/www.daikincity.com/DaikinCityB2BTermsOfUse.html. If you have not agreed to
these terms and conditions, you may not use or view this material, and you assume responsibility for any injury or property, system or equipment
damage which may result. If you have agreed to these terms, you also agree, by viewing or using this material, that this material, by its nature,
cannot include a discussion of everything necessary to effect a proper installation or repair of HVAC-R equipment, nor can it address every
possible scenario or environment a technician or installer may encounter. Accordingly, this material should not be considered as recommendations
for best practices and will not be considered installation or repair instructions to the extent of any conflict with Daikin- or Goodman-issued manuals
and specifications, or industry standards and regulations. Each installer or technician remains fully responsible for ensuring proper installation or
repair of the HVAC-R equipment being worked on, and you remain fully responsible for any injury or property, system or equipment damage which
may result from your installation. ©2022 Daikin Comfort Technologies North America, Inc., all rights reserved; recording, copying, or distribution of
this material is prohibited without express written permission from Daikin.
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= Understand the Daikin DIII-Net control features
and installation requirements

» |dentify the Daikin DIII-Net Remote Controllers
and understand the features

Objectives

= Explain the installation procedures for each
Remote Controller

= Explain the basic programming procedures for
each Remote Controller

= Understand the Field Settings and Group
Address procedures
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Daikin DIllI-Net — The Basics

‘/"T\ //’ji RN TN
Integrated Proprietary Basic 2-conductor Reliable
communications to all control wire daisy-chain

architecture Daikin VRV design simplifies communication

sharing a systems installation wiring — 16VDC.
common
protocol
VDAIKIN
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Daikin DIII-Net — The Advantages

= The Daikin DIlI-Net protocol is a system of bi-directional data packets that continuously move
between the condenser and the indoor units

= Error checking insures accurate and reliable communications
= System auto-addressing as standard, simplifying commissioning

= In the startup sequence, the condenser recognizes the number and type of indoor units
= Assigns addresses for the DIII-Net communications

= No manual Rotary or DIP switches are used for system component addressing
= Control system flexibility for simple to sophisticated applications

| I |
(=) ) o 70 i

VW bDAIKIN
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Dlll-Net Basic Control Wiring

Wire - 16/18 AWG = 2-Conductor = Stranded = Non-Shielded

= |ndoor unit PCB powers Remote Controller on 16 VDC circuit — P1 P2

= Daisy-chain wiring

= Two conductor terminal connections are daisy chained from Condenser unit to each
indoor unit and from each indoor unit group to the remote controller

= Splices should not be used

F1 F2 Transmission Wiring

VW bDAIKIN
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DIlI-Net Remote Controllers

Navigation BRC1E73 Madoka BRC1H71W Wireless BRC7C/7E/4C

GON/OFF

Voain

T 500
Cool Room SeAt t0

=) I
R L

A
Mode On/Off
Menu
OK
Cancel
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Daikin Controllers and Interface Devices (DKN Cloud Wi-Fi Adaptor for VRV P1P2)

* The cloud adaptor enable the remote control of
your Daikin indoor units through an

@1rzONE - D IOS/Android App.
E‘ 5 = The adaptor is compatible with all Daikin indoor
e NORTH unit models that communicate with the P1P2
o e AMERICA protocol.

= The adaptor can be connected to the indoor
unit as a standalone controller; it can also be

4 Download on the p— used as a main or a sub remote controller.
& AppStore > Google Play = The adaptor can monitor and control up to 16

units together on the P1P2 communication bus.
JUST ASK .
O alexa [" E”a‘éﬂ‘éul”}i?ssstam]

| 4
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Daikin Controllers and Interface Devices (The DKN Plus Interface AZAIGWSPDKC)

Integration with smart thermostats
through 3 party Cloud API

Cloud API

= This adapter can integrate with
a third-party tstat/BMS through
multiple approaches:

= Cloud API

Integration
= Modbus

= BACnet MS/TP

= Backup tstat G/Y/W relay control
through tstat wire

(J
&=,
N —

Residential/Commercial

//.; , " Automatically disablgs
‘ 321/P1P20 mmmen . Backup thermostat relay logic when
t;— | oo cloud API connection detected
-
ermostat » = Easy commissioning with the
Remote Control by DKN NA  BLE configuration app
App or 3 Party
3rd Party Thermostat App
Thermostat

W DAIKIN
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Daikin Controllers and Interface Devices (Daikin One+ Smart Thermostat)

* The Daikin One+ Smart
Thermostat is a cloud-
connected hub, design for
controlling temperature,
humidity, and air quality.

= Customizable Settings:

= Auto-changeover

= Schedule

= Geo-fencing

= Auxiliary heater control

= \oice commands with
Google Assistant and
Amazon Alexa

W DAIKIN
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New sensor Kit

Compact and Concealable Room Temperature Measurement

= The new Daikin Button Sensor kit provides indoor Wiring
temperature measurement with a compact and concealable
design. It replaces the return air thermistor in the indoor unit s
and extends the sensing location to up to 40 feet away from o e
the indoor unit. The surface of the button sensor is paintable* ‘____ s Theemistos
to match wall color and to conceal from site.

Indoor Unit PCB

Button Sensor

4-Pin 40 ft. Plenum 2-Pin 3-Pin

Button Sensor

Rated Cable 4 in. Hamess Adaptor 4 in. Harness Adaptor

S — B Pm—— —

* When painting the surface of the sensor, be sure to avoid thick/multiple coats to ensure accuracy of the sensor.

VW bDAIKIN
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BRC1E73 - Navigation Remote Controller
= Main Menu

DIll-Net Remote = Service Settings
Controllers
= Maintenance Menu

BRC1H71W — Madoka Controller
BRC4C/7C,E - Hand-Held Wireless Remote
DIll-Net System Control

P baixkin
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BRC1E73 Basic Features

= Large Backlit LCD Display

Display configurable to Detailed, Standard, and
Simple

Room temperature display

Selectable display languages & °F or °C Temp

Automatic Changeover Heat Pump & Heat
Recovery

Weekly Schedule
= 7-Day ¢ 5-2 ¢ 5-1-1 ¢ 1 (Everyday) schedules
= Up to 5 events per day

Dual and Single Cool & Heat setpoints
= 60°F to 90°F, 1°F increments

Independent Setback Setpoints
= 40°F to 95°F, 1°F increments
Selectable 12/24 hour clock display
= Day and Time display

= 48 hour backup power for clock & day
Auto-adjustable Daylight Savings Time (DST)
Max. 16 connectable indoor units

6 Optional Face Decals to hide unnecessary or
locked out buttons

Voamn

Won 9:00,

9:00,
Cool |Room s“l'?
| 74T

= Configurable Setpoint Range Limitations o oro
Mg;u )
st \_y A o
| 4
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BRC1E73 Basic Operation

= Display Backlight Function
= First button pressed enables backlight only
= All Function Buttons are then fully enabled

Voain

Mon §:00a
Cool Room Set to

T EE——— Cool
R I

Mode On/Off

VW bDAIKIN

= Backlight automatically turns off 30 seconds after last button is pressed

Backlight must be illuminated for any
of the function buttons to be enabled
When two remote controllers are used to

control one indoor unit or a group of
indoor units, only the first controller in use
will have a functioning backlight.

© 2022 Daikin Comfort Technologies North America, Inc.
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BRC1E73 Basic Installation & Configuration

= Installation
= Wall Mounting

VP oaikin
= Control Wiring
= |nitial Settings — Main Menu Cool | 9:00a
) Room C%tl';:s
= Display Mode 5 = o179k
. | 74F
= Language
= Clock Format
= Date & Time A -
Mod
« Daylight Savings oo 2o
= Celsius / Fahrenheit %
= Service Settings N \/ Cancel
= Field Settings v
= Group Address
' DA ’K’N © 2022 Daikin Comfort Technologies North America, Inc.
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BRC1E73 Function Button Layout
Backlit LCD System ON/OFF
Display First Poann Operating System
button pressed Status LED
Hon 9:00a
A
System Mode / 144 F

Select Master

Configuration

User Fan
Speed Select

Main Menu Select /

VW bDAIKIN

OK-Confirm Selection

Cancel

Scroll Button
Up/Dn,
Right/Left Keys

Return to prev. screen
Service Settings Menu
Maintenance Menu

© 2022 Daikin Comfort Technologies North America, Inc.
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BRC1E73 LCD Display Menus

= There are 4 main display categories
= Main Display
= Main Menu
= Service Settings Menu
= Maintenance Menu
= Main Menu — Press Menu/OK one time
= Service Settings — Press & Hold Cancel (5 sec.)
= Maintenance Menu — Press & Hold Cancel while in

VP baikin
Hon 9:00a
Cool Room Set to
2

T
|

74

. . Mode /
Service Settings Menu (5 sec.) j On O
Menu
OK
Fan
Speed \v' Cancel
| 4
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BRC1E73 Configuration & Programming Menus
3 Menus for Settings, Configurations, and Status
* Menu Name and Page Number SovceSetins] Maintenance enu 12
. Test O ti Model N
= Se|eCtI0nS Mils\nter’::;ieo(’l‘ontract Os;alioimHeours
Field Settings Indoor Unit Statis
= Active Scroll Buttons <4> T ey
Minimum Setpoints Differential Error Display
Setting B3 Setting 3
[Main Menu | Maintenance Menu 2/2
S Unit No.
g[f:fh ??:Ieel, A:ivt?rpessmSenosor Value
Celsius/Fahrenheit Error History
Maintenance Information Indoor Unit Statis
Configuration Outdoor Unit Statis
Current Settings I Forced Fan On
Setting I 3 Setting \ ety s
Main Menu 2/3 Service Settings 3/3 NOTE: GI‘OUp Address setting
Clock & Calend: Switch Main Sub C I i
G e Stichen s covler | will only appear when system
Language (DllI-Net) is connected to a
Multi-zone controller,
Gateway or Service Checker
Setting + Setting s

VW bDAIKIN
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BRC1E73 Power up — Initial Settings

= Power is provided to the remote controller from the indoor unit
PCB (16VDC - P1 P2)

= Upon Power Up of the indoor unit, the display on the Remote
Controller will verify communications, and within 15 seconds
the display will go into the 'Standard' display mode.

= This Standard Display is very basic, and does not show the
day of the week, current time, or space (room) ambient
temperature.

= 'Initial Settings' are required to configure a new BRC1E73
Remote Controller.

= The 'Initial Settings' are performed from the Main Menu

VW bDAIKIN

Standard Display - Factory Default

Y baixkin

Mode On/Off

Menu
OK
Fan
Speed \L Cancel

© 2022 Daikin Comfort Technologies North America, Inc.
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Main Menu

DIlI-Net Remote
Controllers

= Service Settings

= Maintenance Menu

Dlll-Net System Control

P baixkin

BRC1H71W — Madoka Controller
BRC4C/7C,E - Hand-Held Wireless Remote

BRC1E73 - Navigation Remote Controller

© 2022 Daikin Comfort Technologies North America, Inc.
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BRC1E73 Initial Setting — Language

= English (Default) - French / Spanish selectable

» Language: Main Menu Language

Main Menu 2/2
Current Settings
Clock & Calendar
Daylight Saving Time
Setting e

Language

<

Setting

© 2022 Daikin Comfort Technologies North America, Inc.
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BRC1E73 Initial Setting — Fahrenheit to Celsius

» Fahrenheit (default) — Celsius selectable

= Main Menu Fahrenheit to Celsius

Main Menu

1/2

Air Flow Direction
Schedule
Off Timer

Maintenance Information
Configuration

Celsius / Fahrenheit

Setting

A 14

Celsius / Fahrenheit

Fahrenheit

L 14

Setting

© 2022 Daikin Comfort Technologies North America, Inc.
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BRC1E73 Initial Setting — Display Mode

= To configure different display options, such as = Use Down arrow button to highlight
Room Temperature the 'Standard' display can Configuration
be changed to the 'Detailed' or 'Simple' display. = Press MENU/OK once

= Press any button to turn on the backlight = Use Down arrow button to highlight Display
= Press the MENU/OK button once for Main Menu = Press MENU/OK once

= Highlight is on Display Mode Standard
= Press MENU/OK

.......

- Main Menu 1/2 Configuration Display
il oy Air Flow Direction Contrast Adjustment Display Mode Standard
. Schedule m_ Display ltem Room
Wode r‘\ e X Celsius / Fahrenheit oK oK oK

Maintenance Information
Configuration

ok

|

Setting

L4

Setting

|

Setting

W DAIKIN
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BRC1E73 Initial Setting — Display Mode
Main Menu — Configuration — Display — Display Mode

Display Display Display
Display Mode Display Mode Display Mode

Detailed Standard

Setting

Lld

Setting B Setting B
Detailed Standard Simple
- Auto Room
Auto |F11:03a Auto Cool
Cool Room  [Setto Cool Sett(c:) 174 Set to
= Cool 74 00174 Heat Cool 7 4
'EII 74F Heat 70 '2. l Heat 70k 70F 745 F
il
' DA ’K’N © 2022 Daikin Comfort Technologies North America, Inc
24
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BRC1E73 Initial Setting — Display Item

The Default Display Is Room Temperature

= Backlight must be ON
= Press the MENU/OK button once

= Use DN arrow button to highlight Configuration
* Press MENU/OK once

= Use arrow button to highlight Display
* Press MENU/OK once

= Highlight is on Display Mode
= Use DN arrow key to select Display Item Room
= Press MENU/OK once

= Pressing the o, displays the following:

v

» Main Menu 12 » Configuration » Display » Display *
Air Flow Direction Contrast Adjustment Display Mode Standard Display Item
Schedule T Display Item Room
) ® ®
Celsius / Fahrenheit Room Temp
Maintenance Information
» Configuration » » » »
Setting E3 Setting B3 Setting B3 Setting B3

© 2022 Daikin Comfort Technologies North America, Inc.
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Configurable Display Mode: Detailed, Standard, and Simple

Display Mode: Detailed Standard Simple
P i A oy w T
b °| T Ik 2l | ol Ak
o |
(OLSé?Ifi:ksstv?:gnsar? :rrlo_rl?sDoccurred) ® ® ®
Mode 'Y o' o
Setpoint (Dual/Single) o2 [ 3 ®2
Room Temperature ) [
Fan Speed ®3 o3 @3
Air Flow Direction °
(When a louver is available)
Day and Time ®3
Status Icon @3 @3
Key Lock Icon [ [ ]
Error Message L] L4

1. OFF can be displayed instead of the operation mode while the unit is turned off with the field setting
2. Can be removed from the display while the unit is turned off with a field setting
3. Can be removed from the display with a field setting or menu configuration selection
| 4
DA ’K’N © 2022 Daikin Comfort Technologies North America, Inc
26
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BRC1E73 Initial Setting — Display Configurations

Display Configurations Available Through Field Settings

= Applicable to all three display modes

= Display OFF instead of Mode while the unit is off (1b-13-02) —_ ON
. | o 2 (2.
= No setpoint display while the unit is off
(1b-12-02) ®v® 6
= No Fan Speed display (1b-15-02) ®
O OFF
( OFF 72
t:) @ On/Of
®
WV DAIKIN
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BRC1E73 Status Icon Elimination

= Status icon displays can be selected through Field Setting choice

= e.g. 'Central Control' icon is not necessary in hotel room

“ Available Display mode Field Setting

Detailed Standard Simple Code Choice
01: display in Defrost or Hot Start

STANDBY icon X X X 10-7 " 52: Not display
01: display
Day/Clock X 1011 5o. Not display
CENTRAL CONTROL (MASTER CONTROL icon too)

X X 1e-9 01: display

cons 02: Not display
01: Key lock icon blinks for 5 sec
Prohibit button X X X 1e-10 (P_(ey lock icon is not displayed in Simple
message display mode)
02: Message
WV DAIKIN

© 2022 Daikin Comfort Technologies North America, Inc.

28

14



Initial Setting Single Setpoint Display Mode w/Face Decal

. BRC1E73-Theme No L/R Arrow Keys
Room

No Mode Change Fan Speed Fixed
Aut Room Auto Room

Auto to
Cool Cool Cool
H Setto Setto Setto
LCD Display Image %5 72F 15 72F 4o 72F
im_ im_
Optional Face Decal — - =
Face Decal can be applied to Detailed and )
Standard display mode too. ® ® B ® B ©®© ® O
® @ ® @ ®
M ® o ® o
* BRC1E72RMF BRC1E72RF BRC1E72RM
M Display mode - Simple (Main menu) X X X
M Display item - Room Temp (Main menu) X X X
M Single setpoint (Srv Menu — Min Setpoint Diff - Single SP) X X X
M Prohibit Menu/OK and Cancel buttons (Special sequence required) X X X
M Mode button prohibit (Srv menu — Prohibit functions — Prohibit button) X X
M Fanicon display (Field Setting 1b-15-02 Fan button also prohibited) X
O Off display instead of Mode while the unit is off (Field setting 1b-13-02) X X
O Erase setpoint display while the unit is off (Field setting 1b-12-02) X X X
| 4
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Initial Setting Dual Setpoint Display Mode w/Face Decal Cont.

[ ] BRC1E73-Theme No L/R Arrow keys No Mode Change Fan Speed Fixed

LCD Display Image

Optional Face Decal

Face Decal can be applied to Detailed and
Standard display mode too.

re-=-1

Display mode - Simple (Main menu)

Display item - Room Temp (Main menu)

Dual setpoint (Srv Menu — Min Setpoint Diff - 0 to 7F)

Prohibit Menu/OK and Cancel buttons (Special sequence required)
Mode button (Srv menu — Prohibit functions — Prohibit button)
Fan icon display (Field Setting 1b-15-02 Fan button also prohibited)
(());f) display instead of Mode while the unit is off (Field setting 1b-13-

Bl 0 EH== =< S

Erase setpoint display while the unit is off (Field setting 1b-12-02)

Auto

Sel
i

Cool
to
70r 747 F

Room

@

VW bDAIKIN

Auto Room
Cool

Ha 72
Heat Cool
70r T4¢ F

Auto Room
S
e 2
Im_

® 5
® @
BRC{E72RF2

X

X

X

X

X

X

X

© 2022 Daikin Comfort Technologies North America, Inc.

BRC1E72RM2
X

X
X
X

<
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BRC1E73 Optional Face Decals

— _— —
o (2, o (2. 5 (2,
Single Setpoint in_ in_
Face Decals s @ @ ® & D (5“
@ BRC1E72RM @ @ BRC1E72RF @ @ BRC1E72RMF
Voamon Voamw Voamomn
e o o -
Dual Setpoint S (2, i 2. o 72,
Face Decals . . - . S
® @ ® ® 8
@ BRCIET2RM2 @ @ BRCIETRF2 @ @ BRCIET2RMF2
' DA ’K’N © 2022 Daikin Comfort Technologies North America, Inc.
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BRC1E73 Initial Setting — Date & Time

Calendar

,,,,,,

VW bDAIKIN

= Backlight must be ON
* Press the MENU/OK button once
= Use DN arrow button to highlight Clock &

= Press MENU/OK once

To Display Day Of The Week And Time

Main Menu

Current Settings
Clock & Calendar

Daylight Saving Time

Language

2/2

Setting

<

L 4O 2

= Use arrow button to highlight Date & Time
* Press MENU/OK once

= Using the scroll arrows — set the Year, Month,
Day, and current Time AM/PM

Clock & Calendar

Date & Time
12H/24H Clock

Setting

0

s SR 2

Date & Time
Year
Month 10
Day 30
Wednesday

10:55a

Setting

O

s AR 2

© 2022 Daikin Comfort Technologies North America, Inc.
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BRC1E73 Initial Setting — Date & Time Cont.

To Display Day Of The Week And Time

= Save the Date & Time settings: 'Yes'
= Press MENU/OK once

= Save the settings - Highlight Yes
= Press MENU/OK

= Main Display should now be complete

Date & Time
Save the settings?

<

Setting

W DAIKIN

Yes No

Voamn

Mon 9:004
Room Set to

=) Cool
| 74T

A
Mode On/Off
Menu
OK
Cancel

Fan
Speed \L

© 2022 Daikin Comfort Technologies North America, Inc.
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BRC1E73 Initial Setting — Clock Format

12/24 Hour Clock Format Change

= 12 hr. clock format is the default

= 12 hr. is changed to 24 hr. through Clock & Calendar menu
= Press the Menu/OK button after each screen selection

12H/24H Clock

12H/24H Clock I

=

' Setting

» Clock & Calendar » 12H/24H Clock
Date & Time

12H

Save the settings?

Yes No

¥
L AR 2

<O

Setting

14

Setting

O

W DAIKIN

© 2022 Daikin Comfort Technologies North America, Inc.
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BRC1E73 Initial Setting — Enable Daylight Saving

Main Menu » Daylight Saving Time

= Use the scroll buttons to select Enable/Disable.
Press the Menu/OK button

= Use the scroll buttons to select Enable. Press the Menu/OK button
= Use the scroll buttons to select Yes. Press the Menu/OK button

_MainMenu @@ 2/2 Daylight Saving Time Daylight Saving Time Daylight Saving Time »
Configuration Enable/Disable Save the settings?
Current Settings Dst Dates
Clock & Calendar -
Enable Yes No
Language |
Seftting £ ' Seftting 0 ' Setting 0 ' Setting -

VW bDAIKIN
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BRC1E73 Initial Setting — Set Daylight Saving Dates

Main Menu » Daylight Saving Time (Default is US DST dates)

= Use the scroll buttons to select DST Dates. Press the Menu/OK button

= Use the scroll buttons to select a month from 12 months (January to December) for the Start
and End month.

= Use the scroll buttons to select a week from 5 weeks (1st Sunday to Last Sunday) for both Start
and End

= Press the Menu/OK button
= Use the scroll buttons to scroll to Yes. Press the Menu/OK button

Daylight Saving Time » Daylight Saving Time Daylight Saving Time Daylight Saving Time »
Enable/Disable Start Start  March Save the settings?
2nd Sunday
A A
End  November 45P | End  November -4 Yes No
1st Sunday 1st Sunday
Setting B ' Setting RS Setting RS Setting B3 I

© 2022 Daikin Comfort Technologies North America, Inc.
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BRC1E73 and Self-Cleaning Cassette (FXFQ)

= To enable the Self-cleaning Filter function: = Performs automatic air filter cleaning once a
= Before setting the Filter Auto Clean function day.
ensure the clock on the BRC1E73 has been set. = Eight (8) time periods (00:00-03-00, 03:00-
= From the Main Menu of the BRC1E73 select the 06:00, 06:00-09:00, 09:00-12:00, 12:00-15:00,
'Filter Auto Clean' menu item. 15:00- 18:00, 18:00-21:00, 21:00-00:00) are.
) ) available to select from once the automatic filter
= Select the time period for operation of the Filter cleaning function is enabled.

Auto Clean function.
! unet « Default time period (00:00 to 3:00) is used if the

period for filter auto cleaning is not specified
» Main Menu 2/2 » Filter Auto Clean »
Airflow Direction Filter Auto Clean

Off Timer
Celsius / Fahrenheit %
12:00,-3:00- &
» Configuration » »
Setting : Setting 3

@

Maintenance Information

VW bDAIKIN
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BRC1E73 - Navigation Remote Controller

= Main Menu

Service Settings

= Maintenance Menu
BRC1H71W — Madoka Controller
BRC4C/7C,E - Hand-Held Wireless Remote
DIll-Net System Control

DIlI-Net Remote
Controllers

P baixkin
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BRC1E73 Field Settings

= Field Settings provide unique features and functions to be programmed into the control system for
each or all indoor units connected to a remote controller.

= Only those program codes that apply to the connected indoor unit(s) will appear in the Field Settings
code display.

= To access the Field Settings mode, turn on the display backlight: press and hold the CANCEL button
for 5 sec. to enter the Service Settings Mode and select Field Settings

= Press the Menu/OK button to confirm each display selection, and use scroll arrows to select the
desired code numbers

* Service Settings 1/3 * Field Settings » Field Settings » Field Settings »
Test Operation Unit No.  Mode Unit No.  Mode Save the settings?
Maintenance Contact 0 0
001 103 2-01 3-01 001 103 2fE 301 Yes No
Energy Saving Options 4--- 5-02 6-02 7— 4--- 5-02 6-02 7—
5sec Prohibit Buttons 8-01 9 a—- b--- 8-01 9 a—- b—
Min Setpoints Differential » » » *
Setting B3 Setting 4 Setting 4 Setting B

VW bDAIKIN
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BRC1E73 Indoor Unit Field Settings

= There are two Modes for each setting; 'Group' l»« o e )
and 'Individual' [y 1| e [ e ooy
temperature control mxwmm‘“ utilized. ‘will be utilized.
= The first set of 2-digit numbers refers to Group T e ke
and Individual, Group is the first number & O T = -
Individual is in the parenthesis BN -~ — S
i [T T mon | e
= 'Group ##' is used if there is only one indoor L T L o
unit per Remote Control or the setting you ol
chose is intended for all indoor units being et || o
controlled by the same connected Remote e | (5
Controller EEs  |Siemn
be tumed on restricted by a
= 'Individual (##)' is used when there is more S S - i
than one indoor unit being controlled by one S et [ v o
Remote Control and the settings being e — .

programmed are intended for one of the indoor

2 NOTE:
units in the group

= Installation of optional accessories on the indoor unit may require
changes to field settings. See the manual of the optional accessory.

= For field setting details related to the indoor unit, see installation
manual shipped with the indoor unit.

VW bDAIKIN
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BRC1E73 Indoor Unit Field Settings

= Field Setting codes are comprised of 3 = Specific Field Setting codes for a particular fan
segments: [Example 10-2-03] coil can be found in the Fan Coil Installation

= Mode No. — Program Setting for 1 fan coil or Manual or Service Manual

Group within Setting Contents = Any Field Setting codes that do not apply to the
» First Code No. - Setting Contents particular fan coil will not appear or be
selectable

= Second Code No. - Specific Operation or . . ) )
Setting = Field Settings are stored in the non-volatile

memory in the Control PCB of the Indoor Unit
or Remote Controller

First Second Code No. (Note 2)

Mode No.
(Note 1)

Code Description (Cells shaded in grey are factory default settings)

No. 01 02 [1%]
Only the return air Only the remote
thermistor will be controller thermistor will
utilized be utilized

Priority of thermistor sensors for | The return air thermistor is primary and the

10(20) space temperature control remote controller thermistor is secondary

Thermistor

Room temperature value

5 . Return air thermistor designated by 10-2 -
reported to multizone controllers
above (Note 3)
The remote controller thermistor
6 is used in Remote Controller No Yes -

Group

VW bDAIKIN
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Field Settings — Indoor unit

Field Settings — Indoor Units (Control Related)

Mode First Description Second Code No. (Note 2)
No. Code (Bold cells in gray are factory default ings)
(Note 1) No. 01 02 03 04
10(20) 2 Priority of thermistor The return air Only the return air Only the remote
sensors for space thermistor is thermistor will be controller thermistor
temperature control primary and the utilized will be utilized

remote controller
thermistor

Is y

5 Room temperature Return air Thermistor designated
value reported to thermistor by 10-2 above (Note 3)
multizone controllers

6 The remote No Yes - -
controller thermistor
is used in Remote
Controller Group

8 Return air sensor 2Cc None
offset in Heating (for remote sensor and

remote controller
sensor)

1. Field settings are normally applied to the entire remote control group, however if individual indoor units in the remote control group require specific settings or for
confirmation that settings have been established, utilize the mode number in parenthesis.

. Any features not supported by the installed indoor unit will not be displayed.

. When mode 10-2-01 is selected, only the return air temperature value is reported to the multi-zone controller.

. The actual default dead band value will depend upon the indoor unit model.

. The presence sensor will be disabled. As a result, you will not be able to see the related setting menus on the BRC1E73 (Draft Prevention function, Auto-setback by
Sensor and Auto-off by Sensor).

VW bDAIKIN
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Field Settings — Indoor unit (Control Related)

1. Field settings are normally applied to the entire remote control group, however if individual indoor
units in the remote control group require specific settings or for confirmation that settings have been
established, utilize the mode number in parenthesis.

2. Any features not supported by the installed indoor unit will not be displayed.

3. When mode 10-2-01 is selected, only the return air temperature value is reported to the multi-zone
controller.

4. The actual default dead band value will depend upon the indoor unit model.

5. The presence sensor will be disabled. As a result, you will not be able to see the related setting
menus on the BRC1E73 (Draft Prevention function, Auto-setback by Sensor and Auto-off by

Sensor).
Second Code No. (Note 2) (Cells in bold are factory default settings,
10(20) 2 Priority of thermistor sensors for space temperature The return air thermistor is Only the return air Only the remote controller -
control primary and the remote thermistor will be utilized. thermistor will be utilized.
controller thermistor
Is secondary.
5 Room temperature value reported to multizone Return air thermistor Thermistor designated by 10-2
controllers above (Note 3)
6 The remote controller thermistor is used in Remote No Yes
Controller Group
8 Return Air Sensor offset in heating 2C None (for remote sensor and
remote controller sensor
DA ’KIN © 2022 Daikin Comfort Technologies North America, Inc.
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Field Settings — Indoor unit (Control Related)

Green highlighted items are new field settings

= Field settings are normally applied to the entire remote control group, however if individual indoor
units in the remote control group require specific settings or for confirmation that settings have been
established, utilize the mode number in parenthesis.

= Any features not supported by the installed indoor unit will not be displayed.
= When mode 10-2-01 is selected, only the return air temperature value is reported to the multi-zone

controller.
11(21) 3 Fan Speed dur_lng Standard Slight Increase Increase
- The aCtual defaU|t dead band value 6 ::::::s:ypj;a"o" High Low dard Sensor does
Wl II depe nd u pon th e | ndoor u n |t m odel . presence sensor lsensll;l:\;/‘::ec]ﬂ 10% (sensmle;:e?! 30% or (senslgzlz;/;aaf 20% ?ﬁtoxo;l;
. . 8 Compensation of Floor sensor does Higher priority on the Standard }_-Ilgher
= The presence sensor will be disabled. jemperature around ot wrk retum aiftemperature Phoriy on
As a result, you will not be able to see o [Fioorsomsoroit S = = e
the related Settlng menus On the ) 12(22) 0 KRP1C X1-X2 Indoor unit N/A Indoor unit Indoor unit
BRC1 E73 (Draft Preventlon fu nCtIOn, status output Thar;n‘:‘-‘(‘),nloﬂ Operast:g::jgn/oﬂ Alarm status
Auto_setback by Sensor and Auto_off 1 :rr:s$r unit T1-T2 Forced Off Oon/off Exlemgle:rco;ecuon
by S enso I’) . cl‘::::f l?:l:.I:‘- Clo::: i(;:::::;—l:: o Closed contact-Unit
forced off and shall resume normal
Central Control Open Contact-Indoor operation.
icon is displayed. unit is turned off.
4
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Field Settings — Indoor unit (Control Related)

Green highlighted items are new field settings

= Field settings are normally applied to the entire remote control group, however if individual indoor

units in the remote control group require specific settings or for confirmation that settings have been
established, utilize the mode number in parenthesis.

Any features not supported by the installed indoor unit will not be displayed.

When mode 10-2-01 is selected, only the return air temperature value is reported to the multi-zone
controller.

The actual default dead band value will depend upon the indoor unit model.

The presence sensor will be disabled. As a result, you will not be able to see the related setting
menus on the BRC1E73 (Draft Prevention function, Auto-setback by Sensor and Auto-off by Sensor).

11(21) 3 Fan Speed during Standard Slight Increase Increase
Heating operation

6 Sensitivity of High Low Standard Sensor does

presence sensor (sensitivity % of 10% | (sensitivity % of 30% or ] (sensitivity % of 20% not work
or more) more) or more) (Note 5)

8 Compensation of Floor sensor does Higher priority on the Standard Higher
temperature around not work return air temperature priority on
human body the floor

temperature

9 Floor sensor offset -4C -2C oc +2C

DA ’K’N © 2022 Daikin Comfort Technologies North America, Inc.
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Field Settings — Indoor unit (Control Related)

= Field settings are normally applied to the entire remote control group, however if individual indoor

units in the remote control group require specific settings or for confirmation that settings have been
established, utilize the mode number in parenthesis.

Any features not supported by the installed indoor unit will not be displayed.

When mOde 10'2'01 iS SeleCted, 12(22) 0 KRP1C X1-X2 Indoor unit N/A Indoor unit Indoor unit
only the return air temperature e et S e | e
value is reported to the multi-zone T [ Fereedet orver e
controller. ot | st | g criny
Central Control Open Contact-Indoor operation.
The actual default dead band iconie displayed. | - unitistmedofl. || tactunit
value will depend upon the indoor manualy, | commaniy e uncan |~ generate an G
unit model. Oaverriddnby | “orby cantralconvol
] central control. ags;::al:%l’:l Igapsr:rziﬂzg.
The presence sensor will be ool I
disabled. As a result, you will not be P Aol | siricted by &t
able to see the related setting manalyorby
menus on the BRC1E73 (Draft 2| Themoomor SCH ¥ (050) - -
Prevention function, Auto-setback s [rmeemsn y Teereet o =
by Sensor and Auto-off by Sensor). ° | Cooing Temoor - e -
' DA ’K’N © 2022 Daikin Comfort Technologies North America, Inc.
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Field Settings — Indoor unit (Control Related)

1. Field settings are normally applied to the entire remote control group, however if individual indoor
units in the remote control group require specific settings or for confirmation that settings have been
established, utilize the mode number in parenthesis.

2. Any features not supported by the installed indoor unit will not be displayed.

3. When mode 10-2-01 is selected, only the return air temperature value is reported to the multi-zone
controller.

4. The actual default dead band value will depend upon the indoor unit model.

5. The presence sensor will be disabled. As a result, you will not be able to see the related setting
menus on the BRC1E73 (Draft Prevention function, Auto-setback by Sensor and Auto-off by Sensor)

13 (23) 2 Flap moving in All 4 flaps Two opposite flaps
swing mode synchronized synchronized
14 (24) 2 Filter cleaning 1250 Hours 2500 Hours 5000 Hours
display for the self-
cleaning decoration
panel only —
4 Panel Indicator On-while in air- Possible to turn on Off While in
(green ON/OFF) for conditioning while in filter cleaning conditioning
Auto-Clean Function | operation and filter operation only operation and filter
FXFQ_TVJU cleaning operation cleaning operation
8 Auto Cleaning Auto control No Auto Control
operation for filter operation Operation
9 Dust Quantity Standard Large
Setting

WV DAIKIN
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Field Settings — BRC1E73

changeover point

WV DAIKIN

1. Native remote controller Schedule and Auto-changeover functions are disabled when a multizone controller is detected and a group address is assigned.

© 2022 Daikin Comfort Technologies North America, Inc.

Mode Flrst Code Second Code No. (Cells in blue are factory default settings,
No s | o {0 ]| 0 ] 04 |
STANDBY icon Display in Defrost or Hot Start Not Displayed
Day/Clock Displayed Not Displayed
1 2 Setpoint display while the unit is off Displayed Not Displayed
13 Mode display while the unit is off Displayed Display OFF instead of the mode
Fan ON/Auto FAN ON/Auto
14 Fan Speed button configuration Fan Speed (Fan LL in thermo-off) (Fan Off in thermo-off)
(Applicable to SkyAir only) (Applicable to SkyAironly)
15 Fan icon display Displayed Not Displayed
ic Return Air Thermistor—return Remote Controller Thermistor —
1 Thermistor sensor used for Auto- air temperature displayed on remote controller temperature . _
changeover and Setback control controlleE as room 19?“ yeralure displayed on controller as room
P temperature
01:-5.4°F 02: -4.5°F 03:-3.6°F 04:-2.7°F 05:-1.8°F 06:-0.9°F
10 Temperature (-3.0°C) (-2.5°C) (-2.0°C) (-1.5°C) (-1.0°C) (-0.5°C) 07: 0.0°F
Sensor Offset 13: +5.4°F 12: +4.5°F 11: +3.6°F 10: +2.7°F 09:+1.8°F 08:+0.9°F (0.0°C)
(+3.0°C) (+2.5°C) (+2.0°C) (+1.5°C) (+1.0°C) (+0.5°C)
1e 2 Setback availability N/A Heating mode only Cooling mode only Cooling/ Heating modes
Schedule and Auto-changeover enabled
4 when multizone controller is detected No Yes - -
(Note 1)
CENTRAL CONTROL icon . Displayed when under control by a
9 Not displayed "
multizone controller
Message displayed on screen: 'Under
10 Message when button pushed which has Key lock icon blinks for 5 Centralized Control. Adjustments at
been prohibited by a multizone controller seconds the remote control are being
restricted.’
1" Auto changeover guard timer 15 min 30 min 60 min 90 min
12 Auto changeover point 0.9°F (0.5°C) 1.8°F (1.0°C) 2.7°F (1.5°C) 3.6°F (2.0°C)
43 Quickchangeoverpoint beyond the auto 0.9°F (0.5°C) 1.8°F (1.0°C) 2.7°F (1.5°C) 3.6°F (2.0°C)
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Factory Default Field Settings on BRC1E73

= Do not change the factory default values . Mode Number
highlighted in grey cells ot Code " " .
= If changed, refer to this table for default values 0 02 02 -
1 02 02 02
2 = 02 01
3 - 01 =
4 04 02 01
5 01 01 02
6 01 01 02
7 01 02 02
8 05 01 02
9 01 01 02
10 = 07 02
1 01 07 03
12 01 = 01
13 01 - 01
14 01 =
15 01

VW bDAIKIN
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BRC1E73 Sensor - Field Settings

= To use only BRC1E73 sensor, set field settings as 10-2-03, 10-5-02, & 1C-1-02
= 10-2-03, 10-5-02 availability
= Always available: FXMQ_P, FXTQ_P, FXAQ_P, FXFQ_P, FXFQ_T, FXUQ_T, FBQ_P, FTQ_P, FCQ_PA
= All _M series (except FXFQ, FXHQ, FCQ, FHQ)
= Manufactured after 9/1/2009: always available
= Manufactured before 9/1/2009: confirm if 10-2-03, 10-5-02 are available.
= Never available: FXFQ_MVJU, FXHQ_MVJU, FCQ_MVJU, FCQ_PVJU, FHQ_MVJU, FHQ_PVJU
= Set 10-2-02 and use Remote sensor (or Return air sensor) only
= Field setting — 10-2, 10-5 and 1C-1 settings are necessary

. . For indoor unit control For BRC1E73 control .
Which single For Multi-zone
TR 5 el (Cool/Dry/Heat VRV and (Auto changeover and Control
thermo-on/off control) setback control)
BRC1E73 10-2-03 1C-1-02 (default) 10-5-02
Aemote sensor o 10202 1C1-01 10-5-01 (default)
(or Return air sensor) (it is always available)

Recommended setting is highlighted in blue

VW bDAIKIN
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Initial Setting — Set point Range

Service Settings — Energy Saving Options — Setpoint Range Limitation

= User can change the set point within the range
= Cooling set point range is configurable between 60°F to 90°F
= Heating set point range is configurable between 60°F to 90°F

» Service Settings 113 » Energy Saving Options » Setpoint Range Limitation
Test Operaton oo
Maintenance Contact Setback Configuration _80F
Field Settings -
5sec Prohibit Buttons 64r - 74F
» Min Setpoints Differential » »
Setting B Setting B Setting EET

VW bDAIKIN
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Initial Setting — Setback Recovery Differential

Service Settings — Energy Saving Options — Setback Configuration

= Setback Configuration is unavailable if setback control is disabled (Field setting 1e-2-04 is
necessary).

= Determine the point when unit is turned off again from the setback control (the unit is turned on by
setback control when room temperature is above the setup setpoint or below the setback setpoint)
= Setup setpoint - 4°F as default (2°F - 10°F selectable)
= Setback setpoint + 4°F as default (2°F - 10°F selectable)

» Service Settings 113 » Energy Saving Options
Test Operation Setpoint Range Limitation
e
Field Settings
Energy Saving Options
Ssec. Prohibit Buttons

Min Setpoints Differential »
Setting Setting

Setback Configuration
Recovery Differential

00l Heat

- 43 +4F

L AR 4

O

Setting [

L

VW bDAIKIN
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Initial Setting — Enable Setback

Field Setting Is Available In The Service Settings

= Setback function is disabled (1e-2-01) by default
= To enable it, set 1e-2-04

Mode Second Code No. (Note 2)
\[ % Description (Cells shaded in grey are factory default settings)

(Note 1) . 01 02 03 04

Setback availability Heatl:rgl;lyode Cooll(;?“rﬁode Coolﬁg/dl-‘leesatlng

VW bDAIKIN
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Initial Setting — Prohibit R/C buttons

To Configure Which Buttons To Prohibit

Service Setting — Prohibit Functions — Prohibit Buttons
= Enable = permit

= Disable = prohibit

= Disable in Off = prohibit only while the unit is off

Voamin

en_G:00,

. . L Cool SrA—

Service Settings 13 Prohibit Buttons S L T
" Rlgin=—0) 74 T5¢
Test Operation Up/Dwn : M |
Maintenance Contact Left : Enable
Field Settings Right : Enable
Energy Saving Options On/Off : Enable Mode [N &
5sec. o B \ On/Off
Prohibit Buttons Mode : Enable 2
Min Setpoints Differential » Fan Speed : Disable » % )
Setti 3 Setti PTIY

Menu/OK and Cancel button will be prohibited when any of the buttons are prohibited.

VW bDAIKIN
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Enable/Disable Prohibit Buttons

To Enable Prohibit Buttons

= Holding Right arrow button, push Mode, Fan = Then if you push prohibited button, you will see
Speed and Cancel at the same time while the a key icon blinking three times
main screen is displayed

= Key icon is available in Detailed and Standard
= To release it, same as above display mode only

9"
- efeaca
AN o
onoft
4 i~ -
« (Menu . Mod on/oft
OK
™
an < >
v ok
a&, Cancel
b v

These buttons can be pressed from

above the optional Face Decals to (In simple display mode
enable/disable prohibit buttons Key icon is not displayed)
WV bDAIKIN
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Initial Setting — Prohibit Mode

To Configure Modes Which Cannot Be Selected By A User

= Service Setting — Prohibit Functions — Prohibit Mode

= Enable = selectable, Disable = not selectable

» Service Settings 1/3 » Prohibit Mode
Test Operation Up/Dwn g
Maintenance Contact Left : Enable

Field Settings Right - Enable
On/Off - Enable

Energy Saving Options

L AR 2

5 sec. Prohibit Buttons Mode : Enable
Min Setpoints Differential » Fan Speed - Enable
Setting + Setting 4

VW bDAIKIN
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Initial Setting — Min. Setpoint Differential

Service Settings — Min Setpoint Differential

= Configurable to 0°F — 8°F (0°C — 4°C), default is 2°F (1°C) for Dual SP or Single SP
= When the differential is set to 0°F — 8°F, Cool and Heat setpoints are maintained as

= Cool setpoint = Heat setpoint + Differential
= When Single SP is set, there is one setpoint for Cool and Heat
= When a multi-zone controller is connected, the differential is set to Single SP automatically.

» Service Settings 1/3 » Min Setpoints Differential »
Test Operation Min Setpoints Differential
Maintenance Contact

Field Settings %
Energy Saving Options ‘
5 sec. Prohibit Buttons |

Min Setpoints Differential »
Setting 3

<

Setting

VW bDAIKIN
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Schedule, Auto Changeover Disabled

= When a group address is assigned and a multi-zone controller is connected, Schedule and Auto
changeover on BRC1E73 are disabled.

= To prevent conflict between BRC1E73 and iTC, iTM or BMS control
= Min. setpoint differential would be set at Single SP

= When setpoint is changed from a multi-zone controller, both cooling and heating setpoints are
overridden with the same value.

= Field setting 1e-4-02 re-enables BRC1E73 Schedule and Auto changeover. Make sure
Schedule/Auto changeover is disabled in the iTC/iTM/BMS to prevent conflict.

= |f a BMS system is connected and auto mode is selected from the BMS, the field setting revert back to the
default setting

Second Code No. (Note 2)
Description (Cells shaded in grey are factory default settings)

Mode No.
(Note 1)

Schedule and Auto-changeover
enabled when multi-zone Default
controller is detected (Note 1)

VW bDAIKIN
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BRC1E73 - Auto-changeover

Automatic Changeover In Heat Pump And Heat Recovery Systems

= At 1°F above cooling or 1°F below heating setpoint (default)
= Configurable between 1°F — 4°F  Field Setting 1e-12

= Another 1°F above cooling or 1°F below heating changeover points immediate changeover ignoring guard
timer

= Configurable between 1°F — 4°F (new) Field Setting 1e-13

= Guard timer to prevent frequent mode change
= 15, 30, 60 (default), or 90 minute guard timer settable Field Setting 1e-11

Field Setting 1e-13 (1 to 4F) Secondary Changeover deadband (SCd)
f(1 to 4F) Fieldsetingte-12  Primary Changeover deadband (PCd)(with Guard Timer)
Cooling SP
Min Differential (0 to 7F)
Heating SP . . .
(1 to 4F) Fieldsetting1e-12  Primary Changeover deadband (PCd) (with Guard Timer)
....... russsess. |, 124F)  Secondary Changeover dead band (5Cd)
| 4
DA ’K’N © 2022 Daikin Comfort Technologies North America, Inc.
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BRC1E73 - Auto-changeover

Example #1 = Dual Setpoints

.......................................... 74°F SCd

————————— 73°F PCd (with Guard Timer)

69°F PCd (with Guard Timer)

......... presssssns s 68°F SCd
Example #2 = Single Setpoint
.......................................... 74°F Scd
1°  (Configurable to 1-4°F)
rm——————— 73°F PCd (with Guard Timer)

Single Setpoint = 71°F 2°F (Configurable to 1-4°F)

2°F (Configurable to 1-4°F)
69°F PCd (with Guard Timer)

| 4
DA ’K’N © 2022 Daikin Comfort Technologies North America, Inc.
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Sequence of Operation

Auto mode in Heat Recovery System

= Combination of Cooling and Heating mode
operation

= Changeover is determined by the setpoint in
the current mode and the differential

= The differential that can be set 0°F [0°C] to
12.6°F [7C] with 1.8°F [1°C] basis, and it is

set as a default.

To Heating Changeover point
= Cooling set-point — (Differential / 2 + 3.6°'F [2"C]) b

configured by indoor unit field setting, and OF is

| Differential / 2 + 3.6°F|
| Differential / 2 + 3.6°F]

Differential

Heating set-point
= Cooling set-point — Differential

n In the Auto mode, the VRV indoor unit changes
over its operation mode to the heating mode
from the cooling mode when room temperature
goes down Differential / 2 + 3.6°F [2°C] below
the cooling set-point.

E At that time, the heating setpoint is set at the
cooling setpoint minus Differential.

E It also changes over to the cooling mode from
the heating mode when the room temperature
goes up 5.4°F [3°C] above the heating setpoint.

n And the cooling setpoint is set at the heating
setpoint plus Differential.

p—— Cooling Set-point

3 To Cooling Changeover point

Heating Set-point

Differential

VW bDAIKIN

= Heating set-point + 5.4F [3C]

Cooling set-point

= Heating set-point + Differential

© 2022 Daikin Comfort Technologies North America, Inc.
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BRC1E73 Settings Group Address

= There are 64 Group Addresses available

= When a multi-zone controller such as the iTouch Controller, iTouch Manager, or BMS Gateways are
connected, Group Address settings must be configured through the Service Settings mode.

= A Group consists of 1 to 16 indoor units connected to the same Remote Controller.

VW bDAIKIN

= 1-00to 1-15 Group Address (Group)
» 3-00 to 3-15 Gr.Addr.  Set
= 2-00to 2-15
= 4-00 to 4-15 e
Service Settings 2/3 Group Address /
Group Address Group Address (Group =
Outdoor Unit AirNet Address Group Address (Unit —
Error History Menu
Indoor Unit Status oK
5sec. Outdoor Unit Status Group Address (Unit)
» Forced Fan ON » » Gr. Addr. Gr. Addr.
Setting = Setting = Set
0| 1-00
Setting >

© 2022 Daikin Comfort Technologies North America, Inc.
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Set D-Net (AirNet) Address

= To Identify each indoor unit on the Service checker, D-Net (AirNet) address setting is available in
Service Settings

» Service Settings 2/3 » Indoor Unit AirNet address »
UnitNo.  Address
Outdoor Unit AirNet Address Set
Error History 0 000
Indoor Unit Status
5 sec. Outdoor Unit Status
» Forced Fan ON » »
Setting s Setting R

VW bDAIKIN
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BRC1E73 Indoor Unit Sensor Display

= The connected indoor unit(s) temperature sensors may also be displayed on the Nav. Remote
screen by accessing the 'Indoor Unit Status' mode in the Service Settings Menu

= To access the Service Settings Menu, press and hold the CANCEL button 5 seconds
= Scroll down and select 'Indoor Unit Status' on the 2nd screen

= Sensor values are displayed in Fahrenheit
= Press the CANCEL button twice to return to the main display

» Service Settings 2/3 » Indoor Unit Status »
Indoor Unit Airnet Address Unit Nom
Outdoor Unit AirNet Address
Error Histo Th1: 72F Th5: --F
Indoor Unit Status Th2: 40F Th6: 74F

5 sec. Outdoor Unit Status Th3: 48F

» Forced Fan ON » Thd: —F »
Setting

<V
L4

NOTE: Service Settings ‘Indoor Unit Status’ used for reading sensors on ‘P’ series indoor units

VW bDAIKIN
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Indoor Unit Temperatures
= Service Settings — Indoor Unit Status
. . . . Indoor Unit Status
= Applicable for P-series indoor units Unit Noll
(FXMQ_P, FEXTQ_P, FEXFQ_T, FXUQ_P)
Thi: 72F Ths: --F
Th2: 40F Thé: 74F
Th3: 48F
Th4: - F
Th # Description
Thi Return air sensor (Remote sensor) temperature
Th2 Liquid line temperature
Th3 Gas line temperature
Th4 Discharge air temperature (FXMQ_P only)
Th5 Remote controller sensor temperature
Thé Temperature to be used for indoor unit control (See field setting 10(20) - 2)
' DA ’KIN © 2022 Daikin Comfort Technologies North America, Inc.
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BRC1E73 Indoor Unit Address ID

= To determine the group address and the unit number assigned to an indoor unit in a group, use the
'Forced Fan ON' mode (indoor units must be turned OFF)

= Press and hold the CANCEL button for 5 sec. - Service Settings
= Scroll down to the second 'Service Settings' screen and select Forced Fan On
= The 'Forced Fan ON' screen appears with system address (Unit No.) '0’

= Within several seconds the indoor unit assigned unit '0" will turn on

= Use the scroll arrow to change the Unit No. from '0' to 1, 2, 3 etc. and the fans in those indoor units will
energize in HH accordingly

= Press CANCEL button twice to de-energize the fan and return to Main Display

Service Settings 2/3 Forced Fan ON
Indoor Unit Airnet Address Unit No

Outdoor Unit AirNet Address

Error History
Indoor Unit Status ..1
5 sec. Outdoor Unit Status
Setting 3 B
4
DA ’KIN © 2022 Daikin Comfort Technologies North America, Inc.
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DIlI-Net Remote

Controllers

P baixkin

= Main Menu

= Service Settings

Maintenance Menu

BRC1E73 - Navigation Remote Controller

BRC1H71W — Madoka Controller
BRC4C/7C,E - Hand-Held Wireless Remote
DIll-Net System Control

© 2022 Daikin Comfort Technologies North America, Inc.

BRC1E73 Indoor Unit Model Display

5 sec.
then
5sec.

VW bDAIKIN

=

=

Maintenance Menu 172
Model Name

Operation Hours
Indoor Unit Status
Outdoor Unit Status
Forced Defrost
Error Display

Setting v

L AR 2

= The connected indoor unit(s) model number ('P' series only) may be displayed on the Nav. Remote
screen by accessing the Maintenance menu

= Press and hold the CANCEL button for 5 sec. - Service Settings
= Press and hold the CANCEL button a 2nd time for 5 sec. for the Maintenance Menu
= Select Model Name (MENU/OK)
= Press CANCEL twice to go back to the main display

Model Name

Unit Noll§

I/D Unit
O/D Unit

FXFQ18PVJU

L AR 2
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BRC1E73 Indoor Unit Operating Status

5 sec.
then
5 sec.

HU: Humidifier ON/OFF TBF: Freeze Protection

-

-

VW bDAIKIN

= Press CANCEL to go back to the main display

Maintenance Menu 2/3
Model Name

Operation Hours

Outdoor Unit Status

Forced Defrost
Error Display

V]

Setting

L AR 2

= Press and hold the CANCEL button for 5 sec. twice for the Maintenance Menu
= Select: Indoor Unit Status MP: Drain Pump ON/OFF EH: Elec. Hir. ON/OFF

= The connected indoor unit(s) operating status may be displayed on the Nav. Remote screen by
accessing the Maintenance menu

Indoor Unit Status

Unit Noll

FAN:L

570 rpm
FLAP:Swing
EV: 54pls

MP:ON
EH:OFF
Hu:OFF
TBF:OFF

=
=

L 14
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BRC1E73 Indoor Unit Sensor Display

Sensor '00' = RC sensor

5sec.
then
5 sec.

'01' = RA sensor

= Press the CANCEL button twice to return to the main display

= Scroll the to display each of 4 sensor codes - These sensor readings are in Celsius
'02' = Lig. sensor '03' = Gas sensor

» Mai Menu 212
Swap Unit No.

Addressed Sensor Value

| Setting E3

=
=

Addressed Sensor Value

Unit No. Code Data

R - o0 - 25

3>

= The connected indoor unit(s) temperature sensors may be displayed on the Nav. Remote screen by
accessing the 'Addressed Sensor Value' mode in the Maintenance Menu

= To access the Maintenance Menu, press and hold the CANCEL button 5 sec. to Service Settings
= Press and hold the CANCEL button a 2nd time to the Maintenance Menu
= Scroll down to the second screen, then scroll and select 'Addressed Sensor Value'

2
2

NOTE: Maintenance Menu 'Addressed Sensor Values' used for reading sensors on 'M' series indoor units

VW bDAIKIN
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List of sensors

= Sensing cassettes FXFQ_TVJU and FXUQ_TVJU

= Note: Each of the 4 sensors listed below (22-25) correspond the one of the 4 quadrants of the
sensing cassette.

= Each of the 4 quadrants is represented by one of the four indoor unit air outlets defined by the
markings next to each outlet: 1, 1171, F1EET, FIEIETE

= Ex. Sensor 3 = Code 24

00 Remote controller thermistor
01 Suction air thermistor Addressed Sensor Value
02 Heat exchanger liquid pipe thermistor
03 Heat exchanger gas pipe thermistor
04 Indoor unit address nr. UnitNo. ~ Code Data
05 Outdoor unit address nr. 0 - _ 25
06 BS unit address nr
07 Zone control address
08 Cooling Heating group address {EReturn <>
09 Demanded low sound address
22 Presence detection ratio for sensor 1 indicated x 10 F/o) wo sensor = 15
New for 23 Presence detection ratio for sensor 2 indicated x 10 (%) wo sensor = 15
sensing 24 Presence detection ratio for sensor 3 indicated x 10 (%) wo sensor = 15
cassette 25 Presence detection ratio for sensor 4 indicated x 10 (%) _wo sensor = 15
26 Floor temperature measured value
| 4
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BRC1E73 and FXFQ_T/FXUQ_T

= Auto-setback by Sensor

= The Auto-setback by Sensor function is designed to gradually relax the cooling and heating setpoints
(configurable) internally for the indoor unit when the room is determined to be unoccupied

= The setpoint change will not be displayed on the BRC1E73 (Navigation R/C), DCM601A71 (iTM),
DCS601C71 (iTC), DMS502B71 (BACnet Interface) or DMS504C71 (Lonworks Interface). The internal
setpoint will return to the original setpoint when room occupancy is detected.

Service Settings 13 » Energy Saving Options » Auto-setback by Sensor » Auto-setback by Sensor

Test Operation Setpoint Range Limitation Enable/Disable
Wantenance Cortact

Setings

Field Settings Auto-off by Sensor
Energy ‘Saving Options Enable
§sec Prohibit Buttons.
' Setting > ' Setting @

\ AR 2

Min Setpoints Differential »
Sefting 0 Setting

<

VW bDAIKIN
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BRC1E73 and FXFQ_T/FXUQ_T

Sensor function.
= Cool/Heat Temp Increment/Decrement
= Sets setpoint incremental adjustm
= Adjustable in 1°F increments
= Cool/Heat Increment/Decrement Time

= Cool/Heat Temp High/Low Limit

= Sets maximum (cool) and
minimum (heat) setback
setpoint

= Setting range 60°F — 90°F
= Adjustable in 1°F increments

VW bDAIKIN

ent for auto setback

= Next, select the 'Settings' menu item to configure the operation parameters for the Auto-setback by

= Sets time period for setback activation if no occupancy is detected
= 15, 30, 45, 60, 90, 120 minutes selectable (default 30 minutes)

Auto-setback by Sensor

Enable/Disable
Settings

Setting K

L\ OB 2

Auto-setback by Sensor
Cool Temp Increment: F
Cool Increment Time: 15 min
Cool Temp High Limit: 80 F
Heat Temp Decrement: 2 F
Heat Decrement Time: 15 min
Heat Temp Low Limit: 65 F
Setting >

$H¥

© 2022 Daikin Comfort Technologies North America, Inc.
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BRC1E73 and FXFQ_T/FXUQ_T

'Energy Saving Options’.

determined to be unoccupied.

= To configure the Auto-off by sensor function:

= From the Auto-off by sensor menu select
'Enable/Disable’ menu item to enable the
sensor function. Next, set the wait period to
turn the indoor unit off once the room is

= Enable/Disable:
= From the Service Setting menu select the = Activates/Deactivates Auto-off Sensor

= Auto-off in:

= Sets time period to wait before turning the
indoor unit off when no occupancy is detected

= Select 1 — 24 hours, adjustable in 1 hour

increments

| Exerise_

Energy Saving Options

» Service Settings 1/3 »
Test Operation

Maintenance Contact

Field Settings %
Energy Saving Options
5sec. Prohibit Buttons

Setpoint Range Limitation

Auto-setback by Sensor
Auto-off by Sensor

Min Setpoints Differential »
Setting

L

L

Setting

VW bDAIKIN

=
=

Auto-off by Sensor

Enable/Disable:
Auto-off in: 2hr(s)

L AOR 2

Setting 3

© 2022 Daikin Comfort Technologies North America, Inc.
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BRC1E73 - Navigation Remote Controller

= Main Menu

DIll-Net Remote = Service Settings
Controllers

= Maintenance Menu

BRC1H71W - Madoka Controller

BRC4C/7C,E - Hand-Held Wireless Remote
DIlI-Net System Control

P baikin

© 2022 Daikin Comfort Technologies North America, Inc.

Paikin Madoka Remote Controller

W DAIKIN

© 2022 Daikin Comfort Technologies North America, Inc.

76

38



Introduction

BRC1H71W - Madoka Controller

Installation

Commissioning with Madoka Quick Set App — Installer Mode
Commissioning — From Installer Menu

Administrator Mode — Madoka Quick Set App

Administrator Menu — Remote-Controller

Summary

pPbaikin

© 2022 Daikin Comfort Technologies North America, Inc.

Introduction

= Madoka Remote Controller BRC1H71W

il

DESIGN
R A reddot award 2018
2018 winner

Bluetooth
Commissioning

App

P DAIKIN

O

s OL 3.35'w x 3.35°h x 0.98"d
85 x 85 x 25 (mm)

Madoka Quick Set

| 4
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Displays

= Selectable display modes with configurable display items

Text mode Icon mode
Auto Cool
Room
ul 7 3 °F
n
Text mode (Scale screen) Icon mode (Scale screen)
Auto Cool Al
nn [N COOROCD
Cool [  Warm - | "
' DA IK'N © 2022 Daikin Comfort Technologies North America, Inc.
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Quick Set App
= Use the Madoka Quick Set app for quick setup of the controller
] P DAIKIN
= Supports two user level: Admin(Owner) and Installer
(Commissioning) o) Madoka
= Compatible Phone/Tablet OS versions: =k Quick Set

= iOS 12.0 or higher
= Android 9.0 or higher

= Installer mode requires phone equipped with rear-facing camera
to scan QR code

» Please use a smartphone compatible with BLE 4.2 or higher
= The device lights turn green when Bluetooth connection is active.

Y DAIKIN
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System Overview BRC1H71W

= System Overview DIll-Net

| ‘ |
: ; P1P2 (Up to 1640 ft) [\ /\
o ° Up to 16 indoor units

r . — Main Sub

= Compatibility

Indoor Unit Family Model Number
VRV and VRV Life CXTQ, FXAQ, FXDQ, FXEQ, FXFQ, FXHQ, FXLQ, FXMQ, FXNQ,
FXSQ, FXTQ, FXUQ, FXZQ, VAM
SkyAir FAQ, FBQ, FTQ, FCQ, FHQ
Single-Zone and Multi-Zone FDMQ, FFQ
' DA ’K’N © 2022 Daikin Comfort Technologies North America, Inc.
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Main and Sub Controller

Cool [0
@'RZONE - T L
é . /T\
& ( L.
A : %) *)
ﬁ Sy
Main Sub Main Sub Main Sub

= Main/Sub connection:
= Can be used together with another Madoka BRC1H71
= Can be used with the DKN Cloud Wi-Fi adaptor (Madoka as main, DKN Cloud Wi-Fi as sub).
= Cannot use together with NAV BRC1E73 as main/Sub

| 4
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Features and Functions

= Redesigned to retain most advanced functions and adds new functions

Functions BRC1H71W BRC1E73
Basic function
(On/Off, Operation mode, Fan speed, Louver position, Setpoint, Filter sign (Reset), [ ] [ ]

Ventilation rate, Ventilation mode, Celsius / Fahrenheit Selection)

Advanced functions

(Auto changeover, minimum setpoint differential, Setback, Setpoint range limitation, Individual [ ] [ ]
airflow direction control, Draft prevention, RC Prohibition)

Settings ° °
(Date and time with DST, Display customization, Field settings, Set/release changeover master)

Schedule [ ]
Scale Display

LED ring brightness adjustment (Dimmable/Off)
Bluetooth Quick Set App
Administrator and Installer Password Settings

Aux.heat control for compatible indoor units with adaptors (KRP1C7x)

| 4
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BRC1H71W - Madoka Controller

Introduction

Commissioning with Madoka Quick Set App — Installer Mode
Commissioning — From Installer Menu

Administrator Mode — Madoka Quick Set App

Administrator Menu — Remote-Controller

Summary

P baikin
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Installation

Mount to a drywall

= Remove the backplate = Mounting to drywall = Closing the controller

%7 Drywall anchors

Drywall screws
Backplate

Drywall Drywall Operation Installation Mounting plate Mounting plate Screw for Screw for

screw  anchor Handbook Handbook (Metal) (Plastic) mounting plate mounting plate
Included J @
Accessary % % |:| D %, %
(3pes) (3pcs) (3 pcs.) (1pc) (1pc) (1pc) (3pcs.) (2pcs)

WV DAIKIN

© 2022 Daikin Comfort Technologies North America, Inc.
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Installation
Mount to an electrical component box
= Mounting plate (Metal) = Mounting plate (Plastic) = Closing the controller

Backplate

Drywall Drywall Operation Installation Mountingplate Mounting plate Screw for Screw for
screw  anchor Handbook Handbook (Metal) (Plastic) mounting plate  mounting plate

Included o
Accessary % % D

(3pes) (3pes) (3pcs.) (1pc)

(1pc) (1pc) (2pos)

WV DAIKIN

© 2022 Daikin Comfort Technologies North America, Inc.
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Installation

= Wires to indoor unit to obtain both power and communication

P1P2 connection on
the indoor unit

Back side of the
Madoka

VW bDAIKIN

(Optional) P1P2 to other IDUs up to
16 units or another sub controller

= Non-Polarity

= 18AWG - 16AWG Copper
non-shielded, stranded wire.

= Max = 1640ft

© 2022 Daikin Comfort Technologies North America, Inc.
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Commissioning Functions Summary
-m
Category

Basic Operation Admin Menu Installation Menu Owner/Admin Installer
On/Off °
Setpoint

= Commission the
control with
Advanced

H Fan speed
Features USlng Basic Louver position
the MadOka function g:::eratlion (mRodet)
H Iter sign ese

QuickSet App .

Ventilation rate

Ventilation mode

Celsius / Fahrenheit Selection
Setpoint range limitation
Individual airflow direction control*
Setback

Draft prevention®

Auto changeover

Setpoint minimum differential
Remote controller Prohibition

Contrast adjustment °
Display LCD backlight adjustment (]
LED brightness adjustment (]

Date and time setting °
Daylight Saving Time (DST)
Field settings
*Addressing is only Display icon customization
possible from the app with Temperature offset
Manual setting mode. BLE pairing settings °

Set/release changeover master

Administrator Password Settings ] (]

Installer Password Settings o °

Advanced
functions

VW bDAIKIN
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Commissioning — Controller Overview

Change Setpoint Screen

Auto Cool Press

Error/Test/Filter
Room or =
1| 73 F
> Press @ Room/Set

—

Fan speed

. Press to change setpoint Louver position

master controlled

L!L Auto Cool centralized

controlled
Room 7
.II 3
e

STANDBY SETBACK . .
Ventilation

operation
(VAM only)

O

' NAVIGATE/ADJUST SELECT/ACTIVATE/SET/RETURN NAVIGATE/ADJUST
DA ’K ’N © 2022 Daikin Comfort Technologies North America, Inc.
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Commissioning User Menu
/ User Menu
T iuinGen) [0 Operation Mode
Room CC Press [
_—
5 A
&) Select B,
STANDBY-SETBACK then press @
4+

Y DAIKIN

Operation Mode, Fan Speed, Airflow
Direction, Ventilation mode,
Ventilation rate, LED brightness,
°C/°F units.

© 2022 Daikin Comfort Technologies North America, Inc.
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Commissioning — Access the User menu

—H+

NAVIGATE/ADJUST

SELECT/ACTIVATE/SET/RETURN

Y DAIKIN

User Menu items

Operation Mode Airflow Direction [llCelsius/Fahrenheit
Home Screen Press @
Auto Cool _—
Room Select K&,
“l &l then press [,
) — j Adjust LED (OFF) Vertical Airflow

QR

Adjust the Adjust the
brightness of the brightness of the
LED ring when LED ring when
indoor unit is ON; indoor unit is OFF
The LED ring can
be turned off.

© 2022 Daikin Comfort Technologies North America, Inc.
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Commissioning — Main and Sub Controller

Home screen

O,

Home screen

®

Y DAIKIN

= |f two controllers are connected to the same indoor unit, one
must be main, and the other one must be sub controller

= Designate a controller as main or sub

= The first controller connected is main automatically a ’
= When the second controller is connected through P1P2

Main Sub

.

Wait for a U5 or U8 error code to appear on the screen . o
Screen display explanation The main/sub status is indicated

1 main from the Info Screen:
2 sub

12:34 |y

‘-' ® EI"CE e :g] Main

When the U5 error code appears, press = and hold until

“2" appears on the screen. T [1 Sub
When the U8 error code appears, press [l and hold until lE'I E @"I@“ E
“1" appears on the screen .if_el A3'01 (Umt OO)

Result:
A controller displaying 1 is set as main, and a controller
displaying 2 is set as sub.

© 2022 Daikin Comfort Technologies North America, Inc.
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Commissioning- Changeover master

= For indoor units connected to the same heat pump outdoor unit or indoor units connected to the
same branch selector port in Heat Recovery system.

= Only one indoor unit in the system can be the master

= The master can change to all operation modes (Cool, Dry, Heat, Fan), The master determines the outdoor
unit operation mode

= Other indoor units follow the master's mode

Master mode is Cool or Dry  Cool, Dry and Fan are available
Master mode is Heat Heat and Fan are available
Master mode is Fan Fan is Available

= Master is configurable

........ \

\V
1 i :
© o
Heat Pump or Follower Follower Follower Follower

same Branch
Selector port

VW bDAIKIN
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Commissioning - Changeover master

= Set up the changeover master
= When no master is designated for a system, “MC” icon blinking on all controllers.
= The first controller that changes the operation mode will be the master controller

Home Screen [ usermenu |
The indoor
Auto Cool Operation Mode unit is now the
changeover
master (‘MW"
not displayed)

= The follower unit will show a “MC” icon on the home screen; A Auto Cool | HC

= The master unit will not show the “MC” icon Room Le
ol ; F
7 STANDBY SETBACK EQ
| 4
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Commissioning — Controller Overview

= How to access User menu,
Info screen, Admin menu and
Installer menu

* When connecting through
Bluetooth, make sure the
Bluetooth is enabled from the
same menu (Admin or Installer
menu) as the app mode (Admin

Home screen

Change setpoint screen Press User menu
I Auto Cool Press [@]
Auto Cool Room ) Operation Mode
Set A Select B,
M Press [€] =l then press [@).
7 —> K <

Select [,
then press [@).

Select B,

then press [@).

Press and hold [€)

Press @

for 5 seconds.

Administrator menu

Bluetooth Setting

<

Press and

Information screen

H 12:34 0)]
B XilecC MNC

FHEIME sie%
24 A3-01 (Unit 00)

Installer menu

Bluetooth Setting

H
Press [@] - ER

or Installer mode). Otherwise, hold [gg and - B (in that
the Bluetooth cannot be paired. [8] for 5 seconds. order) and hold
them for 10 seconds.
DA ’K’N © 2022 Daikin Comfort Technologies North America, Inc.
Commissioning — Controller Overview
Icon Name Description
ﬂ Information Indicates an information screen.
MAIN/SUB remote Displayed when used as the MAIN/SUB remote controller.
A Auto Cool controller 1=main, 2=sub
Room ﬂ Bluetooth* Indicates that the controller is communicating with a mobile device, for use with the app.
= 7 3 »Er-;« Clock not set Indicates that the clock needs to be set again.
ad
1n Sethack Indicates that the indoor unit is operating under setback conditions.
bl
Under centralized Indicates that the system is controlled by central control equipment (optional accessory)
control and that control of the system by the controller is limited.
Changeover Displayed:

Icon to
indicate
Info
screen

Press [€]

Press and hold [€]
for 5 seconds

12:34
NeCC NC
[l (S [T] $IE8

I A3-01 (Unit 00)

Error code (if any)

W DAIKIN

controlled by the
master indoor unit

The remote controller does not have master control. Unable to select heatinglcooling operation.
Blinking:
None of the remote controllers in the system have master control. Can be set as the master controller during this time.

Not Displayed:

The remote controller has master control. Able to select ling operation.

Main(1)/

Backup

Sub(2)

Indicates that backup operation is being carried out.

Energy savings

status

Indicates that the system’s energy consumption is being limited, and that it is running
with restricted capacity.

Individual airflow
direction

Indicates that the individual airflow direction setting is enabled.

Test operation

Indicates that Test Operation mode is active.

Stand by for Defrost/

Indicates that the defrostihot start mode is active.

Indicates that selfcleaning filter operation is active.

Hot start
@ Self-cleaning filter

operation

Inspection

Indicates that the indoor or outdoor unit is being inspected.

Periodic inspection

Indicates that the indoor or outdoor unit is being inspected.

Ventilating operation

Indicates that ventilating operation is being carried out.

Warning

Indicates that an error occurred, or that an indoor unit component needs to be maintained.

© 2022 Daikin Comfort Technologies North America, Inc.
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Commissioning — Controller Overview

)

= |nstaller Menu A AuoCool  HC
CC

12:34 &
B XNeCC NC

HEIMT ée%

Press and hold [@] A A301 (Unit 00)
for 5 seconds

Home Screen Information Screen order) and Password, if it is enabled.
hold them for
10 seconds

F

Installer Menu items

Bluetooth Setting Backlight Contrast Field Setting R/C Setting Address Setting

To set the new RC Set the group
field settings address and the
related to Madoka airnet address

Clock Setting
To release the

@ g 0&o) \g

master controller

Y DAIKIN

© 2022 Daikin Comfort Technologies North America, Inc.
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Commissioning — Controller Overview

= Admin Menu

H 1234 0
B XiNeCC NC

M AutoCool  MC
cC

B Sio%

Press and hold [@] A\ A3.01 (Unit 00) Press and

for 5 seconds hold = and
Home Screen Information Screen [®) for Password, if it is enabled.
5 seconds

Bluetooth Setting Contrast Admin Password Clock Setting

Enable the Set the password to Set the reference . .
Bluetooth from the access the Admin temp in Scale view pmwareiersion
L and MAC address
Admin menu to menu mode

connect to the app
in the Admin mode

Y DAIKIN
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P baixkin

BRC1H71W - Madoka Controller

Introduction
Installation

Commissioning with Madoka Quick Set App — Installer Mode

Commissioning — From Installer Menu

Administrator Mode — Madoka Quick Set App
Administrator Menu — Remote-Controller

Summary

© 2022 Daikin Comfort Technologies North America, Inc.

Commissioning — App Overview

= App Setup: Required at first time only:

= Language

= Set User Mode:
Installer or Admin

Clear App Data from
phone to reset the
App to default so
Installer or Admin
access can be
changed.

VW bDAIKIN

Welcome to

Madoka Quick Set

English

Espafiol

Le francais

Language

User authentication

Owner/Administrator O
®
Installer ® I
@)
O
O

© 2022 Daikin Comfort Technologies North America, Inc.
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QR Code for Installer Mode

Madoka Remote Controller

m PARENT PRODUCTS TECHNICAL SPECIFICATIONS

RELATED ENTS
[ operation Manual OM-BRCTHT1W_App_lnstaller_EN
DOpemlan Manual OM-BRC1H71W_FR
[?) operation Manual OM-BRC1H71W_App_Admin_EN 0O
) operation Manual OM-BRCTH71W_EN obta
Douem on Manual OM-BRC1H71W_ES . R oae
[™ Engineering Manual Field_Settings_Table-2101
) service Manual BRC1H71W_QR_code_for_App_Installer_mode
DC‘.»HSIS Guide UG-BRC1H71W_EN
DC'.,H&IS Guide UG-BRC1H71W_FR
DOM\&VS Guide UG-BRC1H71W_ES
DA ’K’N © 2022 Daikin Comfort Technologies North America, Inc.
< <
User authentication
Before using QR code authentication
Installer mode
Please 1 the
Create file mode
ner, ini (@)
Owner/Administrator O $ Bluetooth
Send file mode
Installer ® @ Camera
Device Bluetooth must be enable and access
Manual setting mode
to the device camera is required " |
Work history
| App menu
eceoe To enable installer App a QR code is needed,
DOQOC please contact your Daikin Representative.
Next oK eocooe

VW bDAIKIN

QR code is posted in Daikin city on the product page.

Required for installer mode

© 2022 Daikin Comfort Technologies North America, Inc.
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Commissioning - Enable Bluetooth Connection

M AutoCool  MC M AutoCool  MC

o >

Room
L] L o
«l Press and hold [8] e ol Press[@]
. 3@] + B (in that

STANDBY  SETBACK order) and

hold them for Installer password,
10 seconds if it is enabled.

for 5 seconds e

42:F7:38 42:F7:38

@l
%

Bluetooth Setting
Next Slide

Press

| 4
DA ’K’N © 2022 Daikin Comfort Technologies North America, Inc.
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Commissioning - Enable Bluetooth Connection

= Enable Bluetooth connection from the Installer menu (for App Installer mode only)

& Installer

BRC1H71 42:F7:38

42:F7:38
(1@l 123456
® Pairing Cancel
Once enabled, the Bluetooth pairing request - o
controller will show Passe: 847768 Click on ‘Pairing
up on the app. The - on the controller -
f immediately after
Bluetooth radio Cancel oK th nfirm¥n n When communicating
from the controller w 4 e co g o ith th the LED
is not enabled the phone. wi 'I?tapp’ e
default. Click on ‘Ok’ on ring wifl tumn green
the phone first
Bonding Denied Message: If the Bluetooth connection is not established, Press the ‘- button
on the controller to delete any prior Bluetooth pairing information from controller. Also delete
BRC1H Bluetooth connection from the smartphone Bluetooth settings and try again.
| 4
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Commissioning — App Overview

= |Installer Mode: Create a template for settings

Installer mode & Create file mode -

I Maintenance

Create file mode

onfiguratior

Send file mode Field setting

he previously ¢

Indoor unit settings

Manual setting mode

Connectto the remote control and set each function. Filter auto clean
Auto draft prevention

Work history Sensor settings

App menu RC settings
Setpoint configration

Setpoint range limitation >
Setback >
Function lock

RC display settings

Date and time/DST

Celsius/Fahrenheit

Brightness control

Scale view setting

VbAIKIN

Save file

Enter file name.

GeneralRoom

CANCEL ~ OK

& Create file mode Edit

+ Create new file

ScaleDisplay
offices >

Classroom

This setting also changes the App to Celsius or Fahrenheit.
Every time a new file is created Fahrenheit is default.

Celsius users start Here when creating a fil

© 2022 Daikin Comfort Technologies North America, Inc.
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Commissioning — App Overview

Installer mode & Send file mode
Create file mode . ScaleDisplay
Create a configuration file to send the remote contro
I offices
Send file mode I
Send the previously created file to the remote control. Jr——

Manual setting mode

Connect to the remote control and set each function,

Work history

App menu

Enable Bluetooth
setting in installer menu

VbAIKIN

= |nstaller Mode: Send created template to controllers

& Select RC

Please select the remote controller and pair with

Bluetooth

BRC1H71 42:F7:38

Finish

Confirmation

Send data. Is it OK?

CANCEL

© 2022 Daikin Comfort Technologies North America, Inc.
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Edit File Name or Delete Files

Click to Edit File
name edit mode

<& Create file mode

+ Create new file

01132021-2

01132021-

VW bDAIKIN

Edit

Select to enter
delete file mode

Cancel Create file mode Delete

+ Create new file

01132021-2

01132021-

Select the file to

Edit

Edit

edit file name

Cancel Create file mode Edit

+ Create new file

01132021-2 Delete

01132021- Delete

Select the file
to delete

© 2022 Daikin Comfort Technologies North America, Inc.
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Commissioning — App Overview

Installer mode

Create file mode

Send file mode

= Installer Mode: Manually set the remote controller directly

In App Help is available
for some settings

Manual setting mode

Work history

App menu

Installer Menu

VW bDAIKIN

X BRC1H71 42:F7:38 = Manual setting save & Field setting
nstaller setting Meintenance Type Indoor unit
Field settin
RC settings I I eld setting Mode 10
. Airnet address setting ot
ervice ment .
RC settings 0 2 3
Forced fan on
Setpoint configration
Test operation 5 6
Setpoint range limitation
Swap unit No.
Function lock
Model name
RC display settin
Error history Date and time/DST
Error code reset Brightness control
RC security
Owner password | Send to RC l

Installer password

RC system log

Settings sent to RC will
be applied immediately

© 2022 Daikin Comfort Technologies North America, Inc.
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Commissioning — Field Setting

= Change Field Setting from the App Installer Mode From Manual Setting or from creating template

and sending to RC

X BRC1H71 42:F7:38 S Manual setting

Installer setting Maintenance

Save

I RC settings I I Field setting

Airnet address setting
Service menu

RC settings
Forced fan on

Setpoint configration
Test operation »

Setpoint range limitation

Swap unit No.

Function lock
Model name

RC display settings
Error history Date and time/DST

Error code reset Brightness control

RC security

Owner password

VW bDAIKIN

& Field setting (©)
Type Indoor unit
Mode 10
o 2 3
6
Send to RC

Options

© 2022 Daikin Comfort Technologies North America, Inc.
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Field Setting Manual vs File Mode

& Field setting ®
Type Indoor unit
Mode 10
0 2 3

6

VW bDAIKIN

Type

Mode

Field setting

Indoor unit

Manual Setting Mode Create File / Edit File Mode

(O]

= Create File or Edit File mode will provide complete range of settings even if IDU does not support.
= Always follow the Indoor unit manual before making settings changes.

© 2022 Daikin Comfort Technologies North America, Inc.
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Commissioning- Field Setting

Field Settings for Madoka

Second Code No.
Mode | First Code (Bold cells in grey are factory default settings)
No. No. Description 00 01 02 03 04
; Return Air Thermistor—return air | Remote Controller Thermistor — remote
Thermistor sensor used for Auto- . "
1c 1 - | temperature displayed on controller | controller temperature displayed on
changeover and Setback control
as room temperature controller as room temperature
1 Allow F/C configuration -- Not allowed Allowed
Coolin Cooling/
2 Setback availability - N/A Heating mode only 9 Heating
mode only
modes
Enable Auto-changeover when
4 multizone controller is detected - No Yes
(Note 1)
1e
8 Enable Scale view % - Disable Enable
1 Auto changeover guard timer - 15 min 30 min 60 min 90 min
Auto changeover primary . = 5 . . 2.7°F 3.6'F
12 deadband 0.9°F (0.5°C) 1.8°F (1.0°C) (15°C) (2.0°C)
Auto changeover secondary = 5 . . 2.7°F 3.6'F
13 deadband - 0.9°F (0.5°C) 1.8°F (1.0°C) (15°C) (2.0°C)

Auto-changeover settings are still set by field setting

| 4
DA ’K’N © 2022 Daikin Comfort Technologies North America, Inc.

111

Commissioning — RC Settings %

» The Madoka Controller has new RC settings (R1-xx, R2-xx, R3-xx)
= These RC Settings can be set from either the Remote Controller or the App Installer Mode
= The setting methods are the same as field setting

& Field setting ® & Field setting (©) <& Field setting ®
ha ha * o h
o 0 vt e s
Display School
o 2 3 0 1 2 3
o 1 2 3
s 6 4 5 6 7
4 s 6 7
s o 10 n
s 9 10 n
2 18 1 15
2 1 1 15
Indoor unit
RC
DA ’K’N © 2022 Daikin Comfort Technologies North America, Inc
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Commissioning- RC Setting

RC Settings <New,

Mode No. First Code No. Description Second Code No.
(Bold cells in grey are factory default
00 | 01 02 | 03 04
R1 3 Temperature Sensor Offset (heating mode) 00: -5.4°F 01: -4.5°F 02: -3.6°F 03: -2.7°F 04:-1.8°F | 05:-0.9°F
4 Temperature Sensor Offset (cooling mode) (-3.0°C) (-2.5°C) (-2.0°C) (-1.5°C) (-1.0°C) (-0.5°C) 06: 0.0°F
< LI IO R i ) 12: +5.49F 11: +4.5F 10: +3.6°F 09: +2.7°F 08:+1.8F | 07:40.90F [ (0.0°C)
(+3.0°C) (+2.5°C) (+2.0°C) (+1.5°C) (+1.0°C) (+0.5°C)
6 Temperature Sensor Offset (fan mode)
7 Screen Display Mode Text mode Icon mode - - -
11 Daikin Eye lighting settings during error Error blinking Normal continuously lit -- - --
12 Enap\e and disable BLE Disabled Enabled - - -
function
R3 0 Setpoint display while the unit is off Displayed Not Di -- - -~
1 Mode display while the unit is off Displayed Display OFF instead of the mode - - -
2 Home screen fan speed display Displayed Not displayed (always) Not displayed - -
R (only when unit is OFF)
onfiqure 3 Home screen louver direction display Displayed Not displayed (always) Not displayed - -
e (only when unit is OFF)
- 4 Home screen master controlled (MC) icon display Displayed Not displayed (always) Not displayed - -
D (only when unit is OFF)
p
5 Home screen error icon display Displayed Not displayed - - -
6 Home screen setback icon display Di Not displayed -- - --
7 Home screen ventilation/ Displayed Not displayed (always) Not displayed - -
cleaning icon display (only when unit is OFF)
8 Home screen tion mode display Di Not displayed -- - --
9 Home screen defrost/hot start display Di Not displayed - - -
10 Home screen room temperature display Di Not displayed -- - --
1 Home screen under Displayed Not displayed - - -
centralized control (CC) display
13 Main screen wording display Displayed Not displayed - - -

VW bDAIKIN
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Commissioning - Scale View

= Set reference temperatures from the app: The reference temp can be set both from the create
template mode and the manual set mode.

= The Madoka Controller can be set to a Scale View Mode
= Only £3°C/F from the reference temperature can be set at Scale View mode

= Enable Scale View Mode by 5 —— < Wana seing & scaleviewsatng @
setting field setting 1e-8-02 :
(01 as default) I RC settings l Individual airlow direction Cool reference setpoint 77°F
Filter auto clean
" The teXt/iCOn mode iS Set ot evention Heat reference setpoint 77°F

through RC setting R1-7 Forced fanon Sensor setings
(00: Text Mode; 01: Icon Mode) Testoperation

Setpoint configration

Swap unit No.
Setpoint rangelimitation
Text mode (Scale screen)  |con mode (Scale screen) Modsi name Setback
etbac
Auto Cool Al i Function lock
uto Coo &

Error code reset

HNE (NEN

Date and time/DST

Celsius/Fahrenheit

®
Cool | Wam QDDFDDEJ

Owner password

Brightness control
Installer password
Scale view setting

RC system log

VW bDAIKIN
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Commissioning — Address Settings

= Set group address through the app installer mode (manual set mode only):
= Group address settings

menu is on |y available & Manual setting save & Group address settiny ) = oy e o)
when a multi-zone = Setting mode r Group Setting mode uni
controller or gateway Field setting
interface is connected [ Group address setting | Group 103

" Set fOI’ eaCh group Airnet address setting

or each unit

Setpoint configration

Force Fan in the menu
will help identify the unit
in group configuration
Green = Forced Fan On

Setpoint range limitation
Setback

Function lock

Date and time/DST

Celsius/Fahrenheit

Send to RC
Brightness control }

| send o c

VW bDAIKIN
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Commissioning — Address Settings

= Set Airnet address through the app installer mode (manual set mode only):
= USG fOI’CG fan on & Manual setting save = Airnet address setting ®
to identify each unit I Unito o

Field setting Forced fan on

Group address setting

Indoor unit airnet address 003
Airnet address setting

C set
Setpoint configration
Setpoint range limitation
Setback
Function lock

tt
Date and time/DST
Celsius/Fahrenheit

Brightness control

Send to RC

(O]
(@)
(©)
(©)
(@)
©
(@)
(0]
(©)
(@)
(@)
(@)

VW bDAIKIN
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Commissioning — Advanced Function Settings

= The control logics for advanced functions are = Setback
the same as Navigation Remote controller = Setback setpoint (Cooling /Heating)
BRC1E73

= The following advanced functions are available

= Recovery Differential (Cooling/Heating)
= Function Prohibition (Mode, Fan speed, Louver

from Madoka: position, Setpoint, Individual mode)
= Setpoint configuration = Draft Prevention*
= Single/Dual = Auto setback and Auto-off by occupancy
= Minimum Setpoint Differential sensor®
= Setpoint range limitation = Filter auto clean**

= Cooling setpoint range
= Heating setpoint range

* Available for FXFQ_TVJU, FXUQ_PVJU, and FXZQ_TA indoor units
**Available for FXFQ_TVJU indoor units

VW bDAIKIN
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Commissioning — Advanced Function Settings

= The advanced function settings can only be set pestalgmody < e B
through the App crete flemode
. . — Field settin
= Either from manual setting or from the create ——
N Send file mode Indoor unit settings
file mode
Filter auto clean
= Set from create file mode Manua seing mode
h Auto draft prevention
Sensor settings
Work history SR
Setpoint configration
A
poment Setpoint range limitation
Setback
Function lock
RC display settings
Date and time/DST
Celsius/Fahrenheit
Brightness control
Scale view setting
4
DA ’KIN © 2022 Daikin Comfort Technologies North America, Inc.
118

59



Commissioning — Advanced Function Settings

= Set advanced function settings from manual setting mode
= The availability of indoor unit settings depends on IDU model

Installer mode

Create file mode

Send file mode

X BRC1H71 42:F7:38

g

RC settings

I Manual setting mode

Work history

App menu

VW bDAIKIN

Service menu

Forced fan on

Test operation

Swap unit No.

Model name

Error history

Error code reset

Owner password
Installer password

RC system log

S Manual setting

Indoor unit settin
Individual airflow direction
Filter auto clean

Auto draft prevention
Sensor settings

RC sett

Setpoint configration
Setpoint range limitation

Setback

Function lock

RC display se
Date and time/DST
Celsius/Fahrenheit
Brightness control

Scale view setting

= In manual setting mode, the
app will automatically
maintain a 2°F differential
between the max occ. cooling
setpoint and the minimum
cooling setback setpoint, and
a 2°F differential between the
min occ. heating setpoint and
the maximum heating
setback setpoint; But in
create file mode, the setback
temp range is fixed.

© 2022 Daikin Comfort Technologies North America, Inc.
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Commissioning - Password Settings

VW bDAIKIN

= When the app is in the Installer mode (with QR
code scanned), both the admin and the
installer password can be set.

Installer mode

Create file mode

Send file mode

X BRC1H71 42:F7:38

RC settings

Manual setting mode

Forced fan on

Work history

App menu

w Test operation
Swap unit No.

Model name
Error history
Error code reset

ity

Owner password

Installer password

RC system log

© 2022 Daikin Comfort Technologies North America, Inc.
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BRC1H71W - Madoka Controller

Introduction

Installation

Commissioning with Madoka Quick Set App — Installer Mode
Administrator Mode — Madoka Quick Set App

Administrator Menu — Remote-Controller

Summary

pPbaikin
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Commissioning - Changeover master

= Change the changeover master
= First, release the master mode from the master controller
= Release from the installer menu of the Madoka

Press @44=
P d hold [€] - 0 .
Auto Cool ress and hol H 1234 2 MEEEPORMIGE Bluctooth Setting [EE+EE=—NM Re| Master Control

for 5 seconds $ ® ﬂ" o them for 10 seconds

Room
al 7 3 °F El E 0."@3
£ A A3-01 (Unit 00)

Press @

Auto Cool Press I8 or Il

= The indoor unit is released from its authority.

= The controllers of all indoor units display a
blinking “[¥” icon.

= Then, change the operation mode from the newly designated controller to set as the master
controller

| 4
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Commissioning — Field Setting

= Change Field Setting from the Madoka Controller
= From the installer menu

Auto Cool th Settin
Press and hold @ 9

(in that order) and hold
for 5 seconds

them for 10 seconds.

A A3-01 (Unit 00)

Press or =
to enter the field
setting menu

Field Setting

Press [€]

Mode No.

Unit No. Press [[§ or [ button, to select Mode No. and Unit 00
press [@] to enter the field setting menu Enter
> Return

Return

Press [ or [l button, to scroll the desired
Mode No. and press [ button

Press I or [l button, to select Unit No. and press [8] button.

Mode 20 Press [ or [l button, scroll to the desired Unit Mode 20

Unit No. and then press [@] button to set the Unit 00 Press [l or [} button, to select “Enter” or “[¥d”,
Enter selection. Enter and then press [8] button to set the selection.
Return

First Code
Second Code

Return

Y DAIKIN
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Commissioning — Field Setting

» Change Field Setting from the Madoka Controller

= Change First and second code, save, and return

First Code

Press = or button, select First
Second Code Code No. and then press @ button
Set

Cancel

Press or = button, scroll to the desired
First Code No. and then press @ button to
set the selection.

Press [g@ or il button, to move Second
Code No. and then press @ button.

Press = or gy button, to scroll to the desired
Second Code No. and then press @ button.

Press = or button, select “Set” or and then
press @ button to save the setting and return to the

Y DAIKIN

. Mode 20

previous screen. If the setting is not changed, select )

Cancel” or 4. Unit 00
’ Enter

© 2022 Daikin Comfort Technologies North America, Inc.
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Commissioning — Address Settings

= Group Address and Airnet Address can be set through either the installer menu or the app
= Set through the installer menu of the controller:

Auto Cool

Room
ol 7 3 °F
7

H 1234 ) pse o ] Bluetooth Setting Press I8 or [ Address Setting
B N« CC NHC (in that order) and hold to enter the field

them for 10 seconds. % setting menu N Press [€]

FHSIMT sie4
A A3-01 (Unit 00)

Group (Unit = Scroll down using E2 or & to set Group Address
Unit 00 Uit @9 (for all IDUs in one RC group), Individual Group

E -
i nter Address, and Airnet Address
Return Return

= Use the check mark to set or release the address
= Group address settings are only available when a

. ZOS ) 203 % multi-zone controller or gateway interface is
Set Set Set connected
Cancel
| 4
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BRC1H71W - Madoka Controller

Introduction

Installation

Commissioning with Madoka Quick Set App — Installer Mode
Commissioning — From Installer Menu

Administrator Mode — Madoka Quick Set App

Administrator Menu — Remote-Controller

Summary

© 2022 Daikin Comfort Technologies North America, Inc.
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App — Administrator Menu

= App Setup: Choose Owner/Administrator Mode

& < &
Welcome to
Madoka Quick Set Language User authentication Before using
English ® Owner/Administrator ® $ Bluetooth
=) C Installer To use this app, enable Bluetooth.
Le francais
secee ce .

Administrator mode

Manual setting mode

Work history

App menu

»

|

Clear App Data from phone to reset the App to default so Installer or Admin access can be changed.

W DAIKIN
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Commissioning - Enable Bluetooth Connection

» Enable Bluetooth connection from the Admin menu (for App Admin mode only)

M AutoCool  MC H 1234 [0
Room cc N B 3K e CC IC
M| F

el #)

STANDBY  SETBACK

Press and hold =
and

|§] B @J‘@a for 5 seconds
A A3-01 (Unit 00)

= Admin password,
if it is enabled.

Administrator mode

Manual setting mode

Work history

App menu

42:F7:38 42:F7:38

@l

*®

Bluetooth Setting

Press @ Press

Admin Menu

W DAIKIN

When communicating with
the app, the LED ring will
turn green

© 2022 Daikin Comfort Technologies North America, Inc.
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Commissioning — App Overview

= Admin Mode: Manual setting only
= Individual airflow direction*

= Filter auto Clean*

= Auto draft prevention*
= Sensor settings*

= Setpoint configuration

= Setpoint range limitation

= Setback

= Function lock

= Date and time/DST
= Celsius/Fahrenheit
= Brightness control

Administrator mode

Manual setting mode

Work history

App menu

= Scale view setting (must be enabled by field setting)

*Indoor unit dependent

VW bDAIKIN

Admin menu

o Manual setting
r unit settir

Individual airflow direction

Filter auto clean

Auto draft prevention

Sensor settings

RC sett

Setpoint configration

Setpoint range limitation

Setback

Function lock

Date and time/DST
Celsius/Fahrenheit
Brightness control

Scale view setting

© 2022 Daikin Comfort Technologies North America, Inc.
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BRC1H71W - Madoka Controller

Introduction
Installation

Commissioning with Madoka Quick Set App — Installer Mode

Commissioning — From Installer Menu
Administrator Mode — Madoka Quick Set App

Administrator Menu — Remote-Controller

Summary

© 2022 Daikin Comfort Technologies North America, Inc.
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Commissioning — Controller Overview

= Admin Menu

Auto Cool H

Home Screen

ne
cc
F
£

A
Room
°
wlli

)

Press and hold [@]
for 5 seconds

Contrast Admin Password

#olal

Bluetooth Setting

12:34

% XiNeCC NC

FHEIME sia%
2\ A3-01 (Unit 00)

Information Screen

Backlight

o))

Press and
hold [ and
[@) for

5 seconds

Password, if it is enabled.

Clock Setting Standard Temp

s

Enable the Set the password to

Bluetooth from the

access the Admin
Admin menu to menu
connect to the app

in the Admin mode

Y DAIKIN

Set the reference
temp in Scale view
mode

Firmware version
and MAC address
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Adjust Backlight Brightness and Contrast

Brightness Adjustment

» Press = or Ed to adjust backlight brightness
level. Press [@ to apply.

lcon mode

‘ Press [€)

Text mode

Backlight

Text mode lcon mode

Y DAIKIN

Contrast Adjustment

= Press I or Edto adjust backlight contrast level.
Press [@ to apply.

Contrast

Contrast

4 ]

Text mode lcon mode

© 2022 Daikin Comfort Technologies North America, Inc.
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Setting Scale Reference Value

W DAIKIN

Heat 72

Set

Cancel

Cancel

Pressm orfld to select and press [@]
to enter to edit

Press [ or B8 to change the reference
value and press [®]to apply

Select “Set” and press [®] to save settings.

© 2022 Daikin Comfort Technologies North America, Inc.
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Installation
Commissioning with Madoka Quick Set App — Installer Mode

BRC1H71W - Madoka Controller

Introduction

Commissioning — From Installer Menu
Administrator Mode — Madoka Quick Set App
Administrator Menu — Remote-Controller

Summary

© 2022 Daikin Comfort Technologies North America, Inc.
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Commissioning — Controller Overview

= How to access User menu,
Info screen, Admin menu and

Change setpoint screen Press

Home screen

User menu
Press [€]

— Auto Cool
Installer menu - Auto Cool < Room .’ Operation Mode
g Select 5
2 o) g
% 74 °F Press [€) "! 73 F press [€) D' o |
7 ——> K <
Select B, Select B,
then press [@): then press [@)

* When connecting through
Bluetooth, make sure the
Bluetooth is enabled from the
same menu (Admin or Installer

Administrator menu

Bluetooth Setting

Press and hold [€) Press [€]
for 5 seconds.

Information screen

H 123 0
B XNeCcC NC

Installer menu

Bluetooth Setting

. < —_—>
menu) as the app mode (A_dmln Press and I—i;][(;? 0%'@* Press [@] - EH
or Installer mode). Otherwise, hold = and 23 AS01(Unt00)  [g™ Yy
the Bluetooth cannot be paired. [8] for 5 seconds. order) and hold
them for 10 seconds.
| 4
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Summary
= Compact and stylish design
= Versatile functions P DAIKIN
= Highly customizable display with ability to Hide Icons
and set Display mode (Text/Scale/lcons) O
= User Levels on the controller ko
= Bluetooth app for easy commissioning and setup
= User Levels for Commissioning App. Madoka
= Download QR code from Daikin City Product Page. Quick Set
. Vpamin S ¥ DAIKIN ¥ DAIKIN Poamiv
DAmIN o —— Wired Remote Wired Remote 1ariees oo mie —~atroller
= = Controller sor:::?‘nir VDAIKIN
i Wired remote controller Ly ‘"sm“;;
DAIKIN APP Ver1.01
Support manual for
Administrator m
=

Installation manual

Product flyer Submittal (EN,FR,ES)

((EN,FR,ES))
VW bDAIKIN

Operation Manual

App Operation Manuals

(Admin/installer) Written Guide Spec

© 2022 Daikin Comfort Technologies North America, Inc.

136

68



FAQ

= |s there a default password for Owner or
Installer Access?

= By default, there is no password set for Owner
or Installer Access.

= What if Administrator password is forgotten?

= Please contact the Daikin Tech support to get
password reset instructions. The installer mode
is unable to reset the Administrator password.

= What is Installer password is forgotten?

= Please contact the Daikin Tech support to get
password reset instructions.

= Can the group address & Airnet set ahead of time
during the setup file creation?

= No, The Group address & Airnet Address can
only be changed from the App using the Manual
setting Mode (Installer Mode).

VW bDAIKIN

Is it possible to set Outdoor unit Airnet address?

= Yes, the outdoor unit Airnet address can be set
from App using the Manual setting mode
(Installer mode).

Can this be controller be used for controlling a DZK?

= This controller cannot be used to control a
Daikin Zoning Kit.

Is there error history available on the App?

= Yes, the error history is available on the App,
when connected to the controller.

Is there way to see indoor unit sensor data on
the App?

= The indoor unit service data is not available on
the App.

© 2022 Daikin Comfort Technologies North America, Inc.
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DIlI-Net Remote
Controllers

P baixkin

= Main Menu

BRC1E73 - Navigation Remote Controller

= Service Settings

= Maintenance Menu
BRC1H71W - Madoka Controller

BRC4C/7C,E - Hand-Held Wireless Remote

Dlll-Net System Control

© 2022 Daikin Comfort Technologies North America, Inc.
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BRC4C/7C/7E — Hand-Held Wireless

VbAIKIN

Wireless Remote Controllers are provided as = The Hand-Held Remote Controllers do not
kits’ have a sensor for measuring space

Temperature display is setpoint (H or C) temperature

= NOTE: The wireless IR receivers are provided
for specific indoor unit models. Refer to the
specific wireless kit Installation instructions for
the receiver.

Wireless Controllers only communicate with the
indoor unit when they are pointed at the
receiver and a button is pressed

Listen for a 'beep'
or 'beep beep' for
confirmation

© 2022 Daikin Comfort Technologies North America, Inc.
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BRC4C/7C/7E — Field Settings

VbAIKIN

To enter the Field Setting Mode press the TEST button for 5 sec.
The display will change to '00'

Press the MODE button until the desired first Code No. appears
Press the UP button to set the first no.

Press the DOWN button to set the second no.

Press RESERVE button to lock in the field setting

Listen for the '‘Beep Beep'

Press TEST button twice

© 2022 Daikin Comfort Technologies North America, Inc.
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BRC4C/7C/7E — Group Address

= Display will change to '00'
= Press the UP button to set the first address no.
Press the DOWN button to set the second address no.
= Max 64 groups
Press RESERVE to lock setting
= 'Beep Beep' to confirm
Press TEST button to exit to normal display

VbAIKIN

= To set the Group Address press and hold the TEST button for 5 sec.

© 2022 Daikin Comfort Technologies North America, Inc.
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BRC4C/7C/7E — System Malfunction Code

When the System Status LED on the wireless receiver is
flashing, the Hand-Held Controller is used to identify the
specific Fault Code by performing the following procedure:

= Press the TEST button once to display CODE '00'
= UNIT No. '0'is flashing
= Press the MODE button - Displays flashing CODE '0' on left

= Press UP or DN buttons repeatedly to change the left CODE
numbers until receiver emits 2 beeps

= Press the MODE button - Displays flashing CODE '0' on right

= Press UP or DN buttons repeatedly to change the right CODE
numbers until receiver emits one long beep

= The applicable fault code is now displayed
= Press the MODE button to return to the normal display

VbAIKIN
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BRC1E73 - Navigation Remote Controller

= Main Menu

DIll-Net Remote = Service Settings
Controllers

= Maintenance Menu
BRC1H71W — Madoka Controller
BRC4C/7C,E - Hand-Held Wireless Remote

Dlll-Net System Control

pPbaikin

© 2022 Daikin Comfort Technologies North America, Inc.

143

Dlll-Net System Control

Setting the Changeover Master

= Adesignated indoor unit must be configured as the Changeover Master in a Heat Pump system, or
in a Heat Recovery system where a Branch Selector Box is connected to multiple indoor units
controlled by individual Remote Controllers.

G)ON/OFF\‘

@1

&pm‘m |

=V | Cool P Tl

e g 744
I
o\
= Ao,

skany v Cancel
W DAIKIN
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Dlll-Net — Configure Indoor Unit - Changeover Master

Using the BRC1E73 (NAV Remote)

= The Master Controlled symbol will be
flashing ('Changeover Under Control') on all
Controllers

= Press the Mode button once and the symbol will
disappear on the one designated as the Master

= All other Remote Controllers will display solid

Voamn

— =B
ool o MASTER
@ 000170
mill_ BRC1E73
Navigation
= Remote
(Ol Controller

Menu
oK
i v Cancel

To change the Master, press & hold the Mode button for 5 sec. on the
Master RC All RC’s go into Master configuration mode with flashing
icons

Using a Madoka (BRC1H71W) remote controller

= No indoor unit is yet set as the changeover master
(“I™M“ icon blinking on all controllers)

= Operate the controller of the indoor unit that you want
to set as the changeover master

Auto Cool =C ‘ Blinking

= Navigate to the
operation mode

menu MASTER
Madoka (BRC1H71W)
Sub-menu screen Remote Controller
* Press [@or
[ & @ > Result:

¢ The indoor unit is now the changeover
master (‘TI" icon not displayed).

* All sub controllers display the “[Iq" icon.

VW bDAIKIN
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Dlll-Net — Configure Wireless Hand-Held Remote Controller Changeover Master

= On power up of indoor units, all 'Master Controlled' icons or symbols
will be flashing on the wired Controllers ONLY. The wireless Controllers
do not display an icon for the Master Changeover indoor unit selection

= Go to the wireless Controller you want set as the Changeover Master
and while pointing the wireless Controller at the indoor unit receiver:

= Press and hold the MODE button for approx. 4 seconds - you will hear
'BEEP-BEEP' then a second 'BEEP-BEEP"

= Press the MODE button a second time and listen for a 'BEEP-BEEP"
again; this is the confirmation that you have configured this indoor unit
Remote Controller as the system Master

= To change the Master to a different Remote Controller in the system
* Press and HOLD the MODE button for 4 seconds until 'BEEP-BEEP'

= Go to the new Remote Controller and press the MODE button once to set
the MASTER

NOTE: Beep comes from indoor unit NOT from remote controller

VW bDAIKIN
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e —

GSSIIIEI |t y

TCBW Remote Controllers

e

pakin Comfort Technologies North America, Inc.

B e ]
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Assessment

1. Which function(s) are available for the BRC1E73 NAV controller?
a) Menu based access
b) Time clock control
c) Lock out option
d) All of them

2. How many optional face decals are available for the BRC1E73 NAV controller?
a)6

o T

)5
) 4
)3

o

3. The BRC1E73 NAV controller display can be configured as
a) Simple
b) Detailed
c) Standard
d) Any of the above

VW bDAIKIN
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Assessment

4. Which two-unit types have the occupancy sensor feature?
a) FXZQ & FXAQ
b) FXFQ & FXUQ
c) FXZQ & FXFQ
d) FXFQ & FXAQ

5. Inthe cooling mode; the auto-setback by sensor will increase the setpoint internally by for every
minutes that occupancy is not detected.

a) 1°F - 15, 30, 45, 60, 90, 120
b) 1°F — 15, 30, 45, 60, 75, 90
c) 2°F - 15, 30, 45, 60, 90, 120
d) 2°F - 15, 30, 45, 60, 75, 90

6. Inthe cooling mode the auto-setback by sensor may increase the internal setpoint to a maximum of

a) 75°F
b) 80°F
c) 85°F
d) 90°F
4
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7. Field Setting codes are comprised of which of the following segments?
a) Mode Number
b) First Code Number
c) Second Code Number
d) All of them

8. To access the Field Settings mode, enter the Service Settings Mode and select Field Settings.
a) True
b) False

9. “Initial Settings” are required to configure a new BRC1E73 NAV Controller and can be found in which menu?
a) Main Menu
b) Service Settings Menu
¢) Maintenance Menu
d) All of them
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10. To activate Prohibit Buttons
a) hold right arrow button and push Mode, Fan Speed and Cancel at the same time while the main screen is displayed
b) hold left arrow button and push Mode, Fan Speed and Cancel at the same time while the main screen is displayed
¢) hold up arrow button and push Mode, Fan Speed and Cancel at the same time while the main screen is displayed
d) hold down arrow button and push Mode, Fan Speed and Cancel at the same time while the main screen is displayed

11. When the Prohibit Mode is enabled the Key icon is visible in all display modes.
a) True
b) False

12. Which process with the BRC1E73 NAV controller is required to access the Service Settings Menu?
a) Press and hold the CANCEL button for 5 seconds.
b) Press and hold the CANCEL button a 2nd time for 5 seconds.
¢) Press and hold the MODE button for 5 seconds.
d) Press and hold the MODE button a 2nd time for 5 seconds
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