TC-5.4 VRV Commissioning Remote Controllers
Assessment (Student)

Which function(s) are available for the BRC1E73 NAV controller?
a) Menu based access
b) Time clock control
c) Lock out option
d) All of them

How many optional face decals are available for the BRC1E73 NAV controller?
a) 6
b)
c)
d)

w ~ U

The BRC1E73 NAV controller display can be configured as
a) Simple
b) Detailed
¢) Standard
d) Any of the above

Which two-unit types have the occupancy sensor feature?
a) FXZQ & FXAQ
b) FXFQ & FXUQ
c) FXZQ & FXFQ
d) FXFQ & FXAQ

In the cooling mode; the auto-setback by sensor will increase the setpoint internally by for
every minutes that occupancy is not detected.

a) 1°F-15, 30,45, 60, 90, 120

b) 1°F-15, 30, 45, 60, 75, 90

c) 2°F-15,30,45,60,90,120

d) 2°F-15, 30, 45, 60, 75, 90

In the cooling mode the auto-setback by sensor may increase the internal setpoint to a
maximum of

a) 75°F

b) 80°F

c) 85°F

d) 90°F



10.

Field Setting codes are comprised of which of the following segments?

a)
b)
c)
d)

Mode Number

First Code Number
Second Code Number
All of them

To access the Field Settings mode, enter the Service Settings Mode and select Field Settings.

a)
b)

True
False

“Initial Settings” are required to configure a new BRC1E73 NAV Controller and can be found in
which menu?

a)
b)
c)
d)

Main Menu

Service Settings Menu
Maintenance Menu
All of them

To activate Prohibit Buttons

a)

b)

c)

d)

hold right arrow button and push Mode, Fan Speed and Cancel at the same time while
the main screen is displayed

hold left arrow button and push Mode, Fan Speed and Cancel at the same time while
the main screen is displayed

hold up arrow button and push Mode, Fan Speed and Cancel at the same time while the
main screen is displayed

hold down arrow button and push Mode, Fan Speed and Cancel at the same time while
the main screen is displayed

11. When the Prohibit Mode is enabled the Key icon is visible in all display modes.

a)
b)

True
False

12. Which process with the BRC1E73 NAV controller is required to access the Service Settings

Menu?

a)
b)
c)
d)

Press and hold the CANCEL button for 5 seconds.

Press and hold the CANCEL button a 2nd time for 5 seconds.
Press and hold the MODE button for 5 seconds.

Press and hold the MODE button a 2nd time for 5 seconds



