TC-5.6 VRV Commissioning Commissioning Guide
Assessment (Student)

Considering Multi-Port selector boxes, the total capacity of indoor units to be connected
downstream from a single port may not exceed 54,000 btu’s.

a) True

b) False

Why is it necessary to remove the compressor’s shipping brackets?
a) Compressor won’t be properly grounded
b) To prevent excessive noise and potential compressor damage during operation
c) Compressor mounting will be too rigid
d) All of the above

Electronic expansion valves are driven closed when power is applied to the indoor unit.
a) True
b) False

Select the pressures for proper three step system pressure test.
a) 100psi, 200psi, 300psi
b) 150psi, 250psi, 350psi
c) 150psi, 325psi, 550psi
d) 100psi, 325psi, 550psi

During the pressure test, it is important to account for any changes in temperature from when
the system was pressurized to when you check the pressure.

a) True

b) False

If the electronic expansion valves have been closed, how may you drive them open?
a) Enter the Recovery/Evacuation Mode
b) Enter the Auto-Charge Mode
c) Enter the Shutdown Mode
d) Enter the Oil Return Mode

What indicates the system is properly evacuated?

a) During the pressure rise test, the pressure rises and levels off above 500 microns and
holds for one hour and holds for 30 minutes.

b) During the pressure rise test, the pressure rises and levels off below 500 microns and
holds for one hour.

c) During the pressure rise test, the pressure rises and levels off above 500 microns and
holds for 30 minutes.

d) During the pressure rise test, the pressure rises and levels off above 500 microns and
holds for 30 minutes.
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Daikin VRV systems can be charged by:
a) Evaluating refrigerant operating pressures
b) Calculating system superheat
c) Calculating system sub-cooling
d) Weighing refrigerant into the system

The total system refrigerant charge is comprised solely of the factory charge in the outdoor
unit(s).

a) True

b) False

What is an acceptable voltage unbalance at the compressor terminals?
a) Lessthan 1%
b) Lessthan 2%
c) Lessthan3%
d) Lessthan 4%

What is the minimum number of hours the crankcase heaters must be energized before
starting a compressor?

a) 4 hours

b) 6 hours

c) 12 hours

d) 24 hours

Outdoor Unit initialization operation is shown successful and completed when;
a) After the 8 to 10 minute initialization the 3 character LED display will begin flashing.
b) After the 8 to 10 minute initialization the 3 character LED display will go from flashing to
solid on.
c) After the 8 to 10 minute initialization the 3 character LED display will go from solid on to
blank.
d) None of the above

During the initial outdoor unit power up time, BRC1E73 Remote Controllers can be configured
in the OFF mode with any “Initial Settings” that apply.

a) True

b) False

On a manifolded system, the indoor units are counted from the
a) Service Checker
b) BAS
c) Control PCB on one of the Sub outdoor units
d) Control PCB on the Master outdoor unit
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An effective procedure to help troubleshoot non-communicating indoor Fan Coil units is to
enable the “Forced Fan On” mode from the

a) Sub outdoor unit printed circuit board

b) Master outdoor unit printed circuit board

c) Nav controller

d) Service Checker

Fan Coil Field Setting codes are comprised of the following three segments:
a) Mode number, first and second Code numbers
b) Mode number, Group number, Code number
c) Program number, Group number, Code number
d) Program number, Mode number, Code number

Test Operation mode will run in either heat or cool modes.
a) True
b) False

When the T1-T2 terminals are configured for “forced off” operation, which of the following is
true?

a) Contacts are normally closed and operation is manual reset

b) Contacts are normally open and operation is manual reset

c) Contacts are normally closed and operation is automatic reset

d) Contacts are normally open and operation is automatic reset

When the T1-T2 terminals are configured for “External Protection Device” operation, which of
the following is true?

a) Contacts are normally closed and operation is manual reset

b) Contacts are normally open and operation is manual reset

c) Contacts are normally closed and operation is automatic reset

d) Contacts are normally open and operation is automatic reset



